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Housing: Die-casting aluminum dark grey painting. 
Light Window: Tempered glass. T=4mm
Cable Gland: IP68 PG-7 rubber cable
LED: CREE XHP35
Operating Temperature:  -20℃~40℃
Power Cable: 2X0.75mm² L=0.15m ( Low voltage )
Spike: Die-casting aluminum

CSP5851R CSP5851RB

TECHNICAL DETAILS

APPLICATION

- Lawns and gardens
- Paths

BEAM ANGLE

40mm

88mm

10
0m

m

40mm

88mm

72
m
m

LINE ART

Non 
Dim65
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ht

CSP5851R CSP5851RB

3° 8° 15° 24° 45° 

The cable design as above can 
prevent the vapor to infiltrate 
into the housing through the 
wire entry.

1918

CSP5851RB-S

CSP5851R-S

100mm

88mm94mm

72mm

88mm
62mm

CSP5851RB-SCSP5851R-S

Spike-mounted High Power 

Model

CSP5851R

Wattage

8W

Example: 
Beam

3D

ORDERING INFORMATION: 

CSP5851R
CSP5851RB
CSP5851R-S
CSP5851RB-S

CSP5851R-8W-827-3D-LV

  3D
  8D
15D
24D
45D 

  3°
  8°
15°
24°
45°

Input Voltage

LV

LV Low Voltage (24V DC)

CRI & CCT

827

827
830
840 

Ra ≥ 80  2700K
Ra ≥ 80  3000K
Ra ≥ 80  4000K

8WBlank
S

Without spike
Spike mounted

High Power Spot Light
Campinas



Housing: Die-casting aluminum dark grey painting. 
Light Window: Tempered glass. T=4mm
Cable Gland: IP68 PG-7 rubber cable
LED: CREE XPG
Operating Temperature:  -20℃~40℃
Power Cable: 2X0.75mm² L=0.15m ( Low voltage )
Spike: Die-casting aluminum     

CSP5801S CSP5801SB

TECHNICAL DETAILS

APPLICATION

- Lawns and gardens
- Paths

BEAM ANGLE

43mm

74
m
m

55mm

77mm

54
m
m

55mm

77mm

43mm

LINE ART

Non 
Dim65

  L
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ht

CSP5801S CSP5801SB

3° 8° 15° 24° 45° 

The cable design as above can 
prevent the vapor to infiltrate 
into the housing through the 
wire entry.

2120

CSP5851S-S

54mm

55mm
88mm

74mm

55mm
88mm

CSP5851SB-SCSP5851S-S

High Power Spot Light Spike-mounted High Power 

Model

CSP5851S

Wattage

5W

Example: 
Beam

3D

ORDERING INFORMATION: 

CSP5801S
CSP5801SB
CSP5851S
CSP5851SB

CSP5851S-5W-827-3D-LV

  3D
  8D
15D
24D
45D 

  3°
  8°
15°
24°
45°

Input Voltage

LV

LV Low Voltage (24V DC)

CRI & CCT

827

827
830
840 

Ra ≥ 80  2700K
Ra ≥ 80  3000K
Ra ≥ 80  4000K

5WBlank
S

Without spike
Spike mounted

CSP5851SB-S

Cali



Housing:                            Die-casting aluminum dark grey  
powder coated. Silicon rubber gasket. 

Light Window: Tempered glass. T=4mm
Cable Gland: IP68 PG-7 rubber cable
LED Driver: Constant current output 
LED: CREE 
Operating Temperature:  -20℃~40℃
Power Cable: 3X1mm² L=0.15m ( High voltage )
Spike: Nylon

TECHNICAL DETAILS

APPLICATION

- Lawns and gardens
- Paths

BEAM ANGLE

LINE ART

CSP5ER01-S

37° 45° 

Non 
Dim65

  L
E

D
 S
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ht

107
mm

Φ
73m

m

Φ83mm

380mm

Spike-mounted COB Spot Light

Model

CSP5ER01

Wattage

7W

Example: 
CRI & CCT

827

Beam

37D

  7W
15W

ORDERING INFORMATION: 

CSP5ER01

CSP5ER01-7W-827-37D-HV

37D
45D 

37°
45°

Input Voltage

HV

HV High Voltage ( 220-240V AC )827
830
840 

Ra ≥ 80  2700K
Ra ≥ 80  3000K
Ra ≥ 80  4000K

2322

Quito



Housing: Die-casting aluminum dark grey 
powder coated. Silicon rubber gasket. 

Light Window: Tempered glass. T=4mm
Cable Gland: IP68 PG-7 rubber cable
LED Driver: Constant current output 
LED: CREE
Operating Temperature:  -20℃~40℃
Power Cable: 3X1mm² L=0.15m ( High voltage )
Spike: Nylon

TECHNICAL DETAILS

APPLICATION

- Lawns and gardens
- Paths

BEAM ANGLE

LINE ART

CSP5ES01

27°

80mm70m
m

117mm

Plastic spike included

Non 
Dim65

  L
E

D
 S

po
t L

ig
ht

Φ50mm

210mm

CSP5ES01-S

Spike-mounted
High Power Spot Light

Model

CSP5ES01

Wattage

8W

Example: 
CRI & CCT

827

Beam

27D

    8W

ORDERING INFORMATION: 

CSP5ES01

CSP5ES01-8W-827-27D-HV

27D 27°

Input Voltage

HV

HV High Voltage( 220-240V AC )Blank
S

Without spike
Spike mounted

827
830
840 

Ra ≥ 80  2700K
Ra ≥ 80  3000K
Ra ≥ 80  4000K

2524

Cusco



Housing:                            Die-casting aluminum black 
powder coated . 

Light Window: Tempered glass. T=4mm
Cable Gland: IP68 PG-7 rubber cable
LED:   Bridgelux
LED Driver: Constant voltage output 
Operating Temperature:  -20℃~40℃
Power Cable: 2X0.75mm² L=0.15m ( Low voltage )
Spike: Die-casting aluminum

TECHNICAL DETAILS

- Lawns and gardens
- Paths

LINE ART

30°

CSP5451R-S

CSP5451RB-S

Non 
Dim65

CSP5451R-S CSP5451RB-S

115mm

6
1
m
m

2
9
5
.5
m
m

86mm

5
5
m
m

2
9
5
.5
m
m

27

CSP5452R CSP5452RB

CSP5452R CSP5452RB

121mm

6
1
m
m

1
0
5
m
m

86mm

5
5
m
m

1
0
5
m
m

  LE
D

 S
pot Light

Non 
Dim65
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Housing:                            Die-casting aluminum black 
powder coated . 

Light Window: Tempered glass. T=4mm
Cable Gland: IP68 PG-7 rubber cable
LED:   Bridgelux
LED Driver: Constant voltage output 
Operating Temperature:  -20℃~40℃
Power Cable: 2X0.75mm² L=0.15m ( Low voltage )

3X1mm² L=0.15m ( High voltage )
Spike: Die-casting aluminum

Model

CSP5451R

Wattage

6W

Example: 
CRI & CCT

827

Beam

30D

6W

ORDERING INFORMATION: 

CSP5451R
CSP5451RB
CSP5452R
CSP5452RB

CSP5451R-6W-827-30D-LV

30D 30°

Input Voltage

LV

827
830
840 

Ra ≥ 80  2700K
Ra ≥ 80  3000K
Ra ≥ 80  4000K

Blank
S

Without spike
Spike mounted

- Lawns and gardens
- Paths

26

Spike-mounted High Power Spot Light
Salta

COB Spot Light
Salta



Housing: Die-casting aluminum grey powder coated. 
Light Window: Tempered glass. T=4mm
Cable Gland: IP68 rubber cable
LED: Bridgelux
LED Driver: Constant voltage output 
Operating Temperature:  -20℃~40℃
Power Cable: 2X0.75mm² L=0.15m ( Low voltage )

TECHNICAL DETAILS

LINE ART

APPLICATION

- Lawns and gardens
- Paths

BEAM ANGLE

15° 25° 45° 60°

CSP5031R

105mm

Φ50mm

Φ60mm

80mm

Φ50mm

Non 
Dim65

CSP5031R-S

  L
E

D
 S

po
t L

ig
ht

80mm

64mm

380mm

Model

CSP5031R

Wattage

2W

Example: 
CRI & CCT

827

827
830
840 

Beam

15D

ORDERING INFORMATION: 

CSP5031R

CSP5031R-2W-827-15D-LV

Ra ≥ 80  2700K
Ra ≥ 80  3000K
Ra ≥ 80  4000K

15D
25D
45D
60D 

15°
25°
45°
60°

Input Voltage

LV

LV Low Voltage ( 24V DC )2WBlank
S

Without spike
Spike mounted

2928

Spike Mounted COB Spot Light
Belem



Housing: Die-casting aluminum grey powder coated. 
Light Window: Tempered glass. T=4mm
Cable Gland: IP68
LED Driver: Constant voltage output 
Operating Temperature:  -20℃~40℃
Power Cable: 2X0.75mm² L=0.15m ( Low voltage )

3X1mm² L=0.15m ( High voltage )
Spike: Die-casting aluminum 

TECHNICAL DETAILS

LINE ART

APPLICATION BEAM ANGLE

15° 25° 45° 60°

CSP5032RB

Non 
Dim65

CSP5032RB-S

  L
E

D
 S

po
t L

ig
ht

  LE
D

 S
pot Light

CSP5032R-S

CSP5032R

3130

Housing: Die-casting aluminum grey powder coated. 
Light Window: Tempered glass. T=4mm
Cable Gland: IP68
LED Driver: Constant voltage output 
Operating Temperature:  -20℃~40℃
Power Cable: 2X0.75mm² L=0.15m ( Low voltage )

3X1mm² L=0.15m ( High voltage )
Spike: Die-casting aluminum  

TECHNICAL DETAILS

APPLICATION BEAM ANGLE

15° 25° 45° 60°

Non 
Dim65

Spike Mounted Spot Light

CSP5033RB-S

CSP5033R-S

CSP5033RBCSP5033R

High Power Spot Light

LINE ART

Model

CSP5032R

Wattage

3W

Example: 
CRI & CCT

827

827
830
840 

Beam

15D

ORDERING INFORMATION: 

CSP5032R
CSP5032RB

CSP5032R-3W-827-15D-LV

Ra ≥ 80  2700K
Ra ≥ 80  3000K
Ra ≥ 80  4000K

15D
25D
45D
60D 

15°
25°
45°
60°

Input Voltage

LV

LV
HV 

Low Voltage ( 24V DC )
High Voltage ( 220-240V AC )

3W/6WBlank
S

Without spike
Spike mounted

Model

CSP5033R

Wattage

9W

Example: 
CRI & CCT

827

827
830
840 

Beam

15D

9W

ORDERING INFORMATION: 

CSP5033R
CSP5033RB

CSP5033R-9W-827-15D-LV

Ra ≥ 80  2700K
Ra ≥ 80  3000K
Ra ≥ 80  4000K

15D
25D
45D
60D 

15°
25°
45°
60°

Input Voltage

LV

LV
HV 

Low Voltage ( 24V DC )
High Voltage ( 220-240V AC )

Blank
S

Without spike
Spike mounted

- Lawns and gardens
- Paths

- Lawns and gardens
- Paths

110mm

75mm90mm

Φ60mm Φ60mm

168mm

150mm

110mm

90mm

168mm

90mm

143mm

108mm125mm

Φ65mm Φ65mm

205mm

185mm

143mm

125mm

205mm

125mm

Sao Paulo
High Power Spot Light
Sao Paulo

Spike Mounted Spot Light



Housing: Die-casting aluminum grey powder coated . 
Light Window: Tempered glass. T=4mm
Cable Gland: IP68
LED Driver: Constant voltage output 
Operating Temperature:  -20℃~40℃
Power Cable: 2X0.75mm² L=0.15m ( Low voltage )

3X1mm² L=0.15m ( High voltage )
Spike: Die-casting aluminum  

TECHNICAL DETAILS

LINE ART

APPLICATION BEAM ANGLE

15° 25° 45° 60°

CSP5034R

Non 
Dim65

CSP5034RB-S

  L
E

D
 S

po
t L

ig
ht

  LE
D

 S
pot Light

CSP5034RB

CSP5034R-S

3332

Housing: Die-casting aluminum grey powder coated . 
Light Window: Tempered glass. T=4mm
Cable Gland: IP68
LED Driver: Constant voltage output 
LED: CREE COB
Operating Temperature:  -20℃~40℃
Power Cable: 3X1mm² L=0.15m ( High voltage )
Spike: Die-casting aluminum

TECHNICAL DETAILS

APPLICATION BEAM ANGLE

15° 24° 38° 60°

CSP5041RB

Non 
Dim65

CSP5041R

CSP5041RB-S

CSP5041R-S

LINE ART

Model

CSP5041R

Wattage

10W

Example: 
CRI & CCT

827

827
830
840 

Beam

15D

10W

ORDERING INFORMATION: 

CSP5041R
CSP5041RB

CSP5041R-10W-827-15D-HV

Ra ≥ 80  2700K
Ra ≥ 80  3000K
Ra ≥ 80  4000K

15D
24D
38D
60D 

15°
24°
38°
60°

Input Voltage

HV

HV High Voltage ( 220-240V AC )Blank
S

Without spike
Spike mounted

Model

CSP5034R

Wattage

12W

Example: 
CRI & CCT

827

827
830
840 

Beam

15D

12W/18W

ORDERING INFORMATION: 

CSP5034R
CSP5034RB

CSP5034R-12W-827-15D-LV

Ra ≥ 80  2700K
Ra ≥ 80  3000K
Ra ≥ 80  4000K

15D
25D
45D
60D 

15°
25°
45°
60°

Input Voltage

LV

LV
HV 

Low Voltage ( 24V DC )
High Voltage ( 220-240V AC )

Blank
S

Without spike
Spike mounted

- Lawns and gardens
- Paths

- Lawns and gardens
- Paths

125mm

143mm143mm

108mm125mm

Φ65mm Φ65mm

205mm

185mm

205mm

125mm

110mm

75mm90mm

Φ60mm Φ60mm

168mm

150mm

110mm

75mm90mm

168mm

90mm

High Power Spot Light
Sao Paulo

Spike Mounted Spot Light COB Spot Light
Natal

Spike Mounted Spot Light



TECHNICAL DETAILS

APPLICATION BEAM ANGLE

15° 24° 38° 60°

CSP5042RB

Housing: Die-casting aluminum grey powder coated. 
Light Window: Tempered glass. T=4mm
Cable Gland: IP68
LED Driver: Constant voltage output 
LED: CREE COB
Operating Temperature:  -20℃~40℃
Power Cable: 3X1mm² L=0.15m ( High voltage )
Spike: Die-casting aluminum

Non 
Dim65

CSP5042R

CSP5042RB-S

CSP5042R-S

LINE ART

  L
E

D
 S

po
t L

ig
ht

Model

CSP5042R

Wattage

20W

Example: 
CRI & CCT

827

827
830
840 

Beam

15D

20W

ORDERING INFORMATION: 

CSP5042R
CSP5042RB

CSP5042R-20W-827-15D-HV

Ra ≥ 80  2700K
Ra ≥ 80  3000K
Ra ≥ 80  4000K

15D
24D
38D
60D 

15°
24°
38°
60°

Input Voltage

HV

HV High Voltage ( 220-240V AC )Blank
S

Without spike
Spike mounted

- Lawns and gardens
- Paths

3534

143mm

108mm125mm

Φ65mm Φ65mm

205mm

185mm

143mm

125mm 125mm

COB Spot Light
Natal

Spike Mounted Spot Light



Housing: Die-casting aluminum grey powder coated. 
Light Window: Tempered glass. T=4mm
Cable Gland: IP68
LED Driver: Constant voltage output 
LED: CREE 
Operating Temperature:  -20℃~40℃
Power Cable: 2X1mm² L=0.15m ( Low voltage )

3X1mm² L=0.15m ( High voltage )

TECHNICAL DETAILS

APPLICATION BEAM ANGLE

LINE ART

Model

CSP5071R

Example: 
CRI & CCT

827

827
830
840

Beam

15D

ORDERING INFORMATION: 

CSP5071R
CSP5072R
CSP5073R
CSP5074R
CSP5075R

CSP5071R-827-15D-LV

Ra ≥ 80  2700K
Ra ≥ 80  3000K
Ra ≥ 80  4000K

15D
25D
35D
45D
60D 

15°
25°
35°
45°
60°

Input Voltage

LV

LV
HV 

Low Voltage ( 24V DC )
High Voltage ( 220-240V AC )

15° 25° 35° 45° 60°

CSP5071R

C

B

Α

Non 
Dim65

  L
E

D
 S

po
t L

ig
ht

High Power Spot Light

3736

CSP5072R CSP5073R CSP5074R CSP5075R

122mm 160mm

156mm 185mm

195mm 220mm

238mm 320mm

93mm 125mm110mm

142mm

220mm

180mm

297mm

CSP5071R

CSP5072R

CSP5073R

CSP5074R

CSP5075R

228mm

290mm

350mm

430mm

178mm

D

- Lawns and gardens
- Paths

AWattageModel

  8W

18W

27W

54W

B C D

108W

Manaus



Housing: Die-casting aluminum grey powder coated. 
Light Window: Tempered glass. T=4mm
Cable Gland: IP68
LED Driver: Constant voltage output 
LED: CREE COB
Operating Temperature:  -20℃~40℃
Power Cable: 3X1mm² L=0.15m ( High voltage )  

TECHNICAL DETAILS

LINE ART

APPLICATION BEAM ANGLE

CSP5021RB CSP5022RB CSP5023RB

C

B

Α

15° 24° 38° 45° 60°

Non 
Dim65

  L
E

D
 S

po
t L

ig
ht

CSP5021RB

CSP5022RB

Model

CSP5021RB

Example: 
CRI & CCT

827

827
830
840 

Beam

15D

ORDERING INFORMATION: 

CSP5021RB
CSP5022RB
CSP5023RB

CSP5021RB-827-15D-HV

Ra ≥ 80  2700K
Ra ≥ 80  3000K
Ra ≥ 80  4000K

15D
24D
38D
45D
60D 

15°
24°
38°
45°
60°

Input Voltage

HV

HV High Voltage ( 220-240V AC )

3938

160mm

185mm

125mm110mm

142mm

180mm

D

CSP5023RB

- Lawns and gardens
- Paths

122mm

156mm

93mm

228mm

290mm

178mm

AWattageModel

  11W

23W

30W

B C D

COB Spot Light
Caracas



Housing: Die-casting aluminum sanded black powder coated. 
Light Window: Tempered glass. T=4mm
Cable Gland: IP68
LED Driver: Constant voltage output 
Operating Temperature:  -20℃~40℃
Power Cable: 3X1mm² L=0.3m ( High voltage )

TECHNICAL DETAILS

APPLICATION BEAM ANGLE

LINE ART

CSP5A01R

30° 35° 40° 

C

B

A

Non 
Dim65

  L
E

D
 S

po
t L

ig
ht

Model

CSP5A01R

Example: 
CRI & CCT

827

Beam

30D

ORDERING INFORMATION: 

CSP5A01R
CSP5A02R
CSP5A03R
CSP5A03RB

CSP5A01R-827-30D-HV

827
830
840

Ra ≥ 80  2700K
Ra ≥ 80  3000K
Ra ≥ 80  4000K

30D
35D
40D 

30°
35°
40°

Input Voltage

HV

HV High Voltage ( 220-240V AC )

4140

CSP5A02R 

158mm 92mm

168mm 123mm

227mm

81mm 55mm44mmCSP5A01R

CSP5A02R 

CSP5A03R

CSP5A03RB

44mm

155mm

155mm 123mm

CSP5A03R CSP5A03RB

- Lawns and gardens
- Paths

AWattageModel

  5W

10W

30W

30W

B C

COB Spot Light
La Paz



Housing: Die-casting aluminum grey powder coated. 
Light Window: Tempered glass. T=4mm
Cable Gland: IP68
LED Driver: Constant voltage output 
LED: CREE
Operating Temperature:  -20℃~40℃
Power Cable: 2X1mm² L=0.15m ( Low voltage )

3X1mm² L=0.15m ( High voltage )  

TECHNICAL DETAILS

APPLICATION BEAM ANGLE

LINE ART

CSP5061S

15° 25° 35° 45° 60°

Model

CSP5061S

Example: 
CRI & CCT

827

Beam

ORDERING INFORMATION: 

CSP5061S
CSP5062S
CSP5063S

CSP5061S04-827-15D-LV

827
830
840

Ra ≥ 80  2700K
Ra ≥ 80  3000K
Ra ≥ 80  4000K

Input Voltage

LV

LV
HV 

Low Voltage ( 24V DC )
High Voltage ( 220-240V AC )

15D

15D
25D
35D
45D
60D 

15°
25°
35°
45°
60°

Non 
Dim65

  L
E

D
 S

po
t L

ig
ht

High Power Square Spot Light

4342

CSP5062S CSP5063S

136mm

190mm

98mm 120°123mmCSP5061S

CSP5062S

CSP5063S

A

B
D

C

120°

120°

82mm

82mm

72mm

- Lawns and gardens
- Paths

A

160mm

227mm

WattageModel

  4W/8W

12W/16W/24W

32W/36W/45W

B C D

Salvador



Housing: Die-casting aluminum grey powder coated. 
Light Window: Tempered glass. T=4mm
Cable Gland: IP68
LED Driver: Constant voltage output 
LED: CREE
Operating Temperature:  -20℃~40℃
Power Cable: 2X1mm² L=0.15m ( Low voltage )

3X1mm² L=0.15m ( High voltage )  

TECHNICAL DETAILS

LINE ART

APPLICATION BEAM ANGLE

Model

CSP5064S

Example: 
CRI & CCT

827

827
830
840

Beam

3D

ORDERING INFORMATION: 

CSP5064S
CSP5065S
CSP5066S
CSP5067S

CSP5064S-827-3D-LV

Ra ≥ 80  2700K
Ra ≥ 80  3000K
Ra ≥ 80  4000K

  3D
15D
25D
45D
60D 

  3°
15°
25°
45°
60°

Input Voltage

LV

LV
HV 

Low Voltage ( 24V DC )
High Voltage ( 220-240V AC )

3° 15° 25° 35° 45° 60°

B

A

C

D

Non 
Dim65

4563

  LE
D

 S
pot Light

  L
E

D
 S

po
t L

ig
ht

Housing: Die-casting aluminum grey powder coated. 
Light Window: Tempered glass. T=4mm
Cable Gland: IP68
LED Driver: Constant voltage output 
LED: CREE
Operating Temperature:  -20℃~40℃
Power Cable: 2X1mm² L=0.15m ( Low voltage )

3X1mm² L=0.15m ( High voltage )  

TECHNICAL DETAILS

LINE ART

APPLICATION BEAM ANGLE

3° 15° 25° 35° 45° 60°

Non 
Dim65

RGB High Power Spot Light

B

A

C

D

Model

CSP5064S-RGB

Example: 
CRI & CCT

827

827
830
840

ORDERING INFORMATION: 

CSP5064S-RGB
CSP5065S-RGB
CSP5066S-RGB
CSP5067S-RGB

CSP5064S-RGB-827-3D-LV

Ra ≥ 80  2700K
Ra ≥ 80  3000K
Ra ≥ 80  4000K

Input Voltage

LV

LV
HV 

Low Voltage ( 24V DC )
High Voltage ( 220-240V AC )

- Lawns and gardens
- Paths

- Lawns and gardens
- Paths

A

255mm

160mm

227mm

227mm

CSP5064S-RGB

CSP5065S-RGB

CSP5066S-RGB

CSP5067S-RGB

WattageModel

  60W

80W

100W

144W

450mm

550mm

B C

350mm

D

285mm

670mm

410mm

285mm

285mm

285mm

510mm

610mm

670mm

A

255mm

160mm

227mm

227mm

CSP5064S

CSP5065S

CSP5066S

CSP5067S

WattageModel

  60W

80W

100W

144W

450mm

550mm

B C

350mm

D

285mm

670mm

410mm

285mm

285mm

285mm

510mm

610mm

670mm

44

Santiago

CSP5064S

CSP5065S

CSP5066S

CSP5067S

High Power Spot Light
Santiago

CSP5064S-RGB

CSP5065S-RGB

CSP5066S-RGB

CSP5067S-RGB

Beam

3D

  3D
15D
25D
45D
60D 

  3°
15°
25°
45°
60°



  L
E

D
 In

-g
ro

un
d 

Li
gh

t

TECHNICAL DETAILS

APPLICATION

LINE ART

CIG3D0301R/CIG3D0501R CIG3D0301S/CIG3D0501S

Α

Β

Housing: Extruded aluminum anodized matte silver. 
Front Cover:      Hard chromeplated Stainless steel SUS 316L#
Light Window:    Tempered frosted glass. T=4mm
LED:    CREE
Operating Temperature:   -20℃~40℃
Power Cable:   2X0.75mm² L=2m VDE cerified rubber cable ( Low voltage )

Non 
Dim67

- Outdoor decorative lighting
- Paths
- Squares and parks

BEAM ANGLE

20° 40° 60°  

Model

CIG3D0301R

Wattage

3W

Example: 
CRI & CCT

830

830
840
R
G
B 

3W

ORDERING INFORMATION: 

CIG3D0301R
CIG3D0301S
CIG3D0501R
CIG3D0501S

CIG3D0301R-3W-830-20D-LV

Ra ≥ 80  3000K
Ra ≥ 80  4000K
Red
Green
Blue

Input Voltage

LV

LV Low Voltage ( 24V DC )

Beam

20D

20D
40D
60D 

20°
40°
60°

67 In-ground LightIP 

46 47

64mm 94mm

AWattageModel

  3W

3W

5W

B C

60mm

D

5W

120mm

CIG3D0501R

CIG3D0501S

CIG3D0301R

CIG3D0301S

Mounting sleeve

64mm

64mm

64mm

94mm

94mm

94mm

60mm

60mm

60mm

120mm

120mm

120mm

C

D

Mendoza



  L
E

D
 In

-g
ro

un
d 

Li
gh

t

TECHNICAL DETAILS

APPLICATION

- Outdoor decorative lighting
- Paths
- Squares and parks

LINE ART

CIG3D0902R

Housing: Extruded aluminum anodized matte silver. 
Front Cover:      Hard chromeplated Stainless steel SUS 316L#
Light Window:    Tempered frosted glass. T=4mm
LED:    CITIZEN COB
Operating Temperature:   -20℃~40℃
Power Cable:   2X0.75mm² L=2m VDE cerified rubber cable ( Low voltage )

CIG3D0902S

Mounting sleeve

Non 
Dim67

Model

CIG3D0902R

Example: 
CRI & CCT

830

830
840 

ORDERING INFORMATION: 

CIG3D0902R
CIG3D0902S

CIG3D0902R-830-20D-LV

Ra ≥ 80  3000K
Ra ≥ 80  4000K

Input Voltage

LV

LV Low Voltage ( 24V DC )

Α

Β

48 49

79mm

AWattageModel

9W

B C

71mm

D

9W

130mm

130mm

CIG3D0902R

CIG3D0902S

114mm

114mm79mm 71mm

C

D 20°/30°/38°  

20°/30°/38°  

20° 30° 38°

BEAM ANGLE

67 In-ground LightIP 
Mendoza

Beam

20D

20D
30D
38D 

20°
30°
38°



TECHNICAL DETAILS

APPLICATION

LINE ART

Mounting sleeve

CIG3D0505R

  L
E

D
 In

-g
ro

un
d 

Li
gh

t

Model

CIG3D0505R

Wattage

5W

Example: 
CRI & CCT

830

830
840 

5W

ORDERING INFORMATION: 

CIG3D0505R

CIG3D0505R-5W-830-LV

Ra ≥ 80  3000K
Ra ≥ 80  4000K

Input Voltage

LV

LV Low Voltage ( 24V DC )

79mm

88mm

79mm

71mm

71mm

130mm

Housing: Extruded aluminum anodized matte silver. 
Front Cover:      Hard chromeplated Stainless steel SUS 316L#
Light Window:    Tempered frosted glass. T=4mm
LED:    CITIZEN COB
Operating Temperature:   -20℃~40℃
Power Cable:   2X0.75mm² L=2m VDE cerified rubber cable ( Low voltage )

Non 
Dim67

- Outdoor decorative lighting
- Paths
- Squares and parks

Asymmetric In-ground Light

50 51

Mendoza



TECHNICAL DETAILS

APPLICATION

LINE ART

CIG3701

D

E

BEAM ANGLE

15° 25° 60° 

Housing: Die-casting aluminum
Front Cover:      Hard chromeplated Stainless steel SUS 316L#
Light Window:    Tempered frosted glass. T=4mm
LED:    CREE
Operating Temperature:   -20℃~40℃
Power Cable:   2X0.75mm² L=0.15m rubber cable ( Low voltage )

  L
E

D
 In

-g
ro

un
d 

Li
gh

t

- Indoor decorative lighting

Non 
Dim65

52 53

CIG3702

Symmetric Type

CIG3701

CIG3702

CIG3702B

A

B

C

CIG3702B

Asymmetric Type

35mm

50mm

50mm

42mm

51mm

51mm

27mm

36mm

36mm

AWattageModel

  1.4W

2.3W

2.3W

B C

80mm

85mm

85mm

34mm

42mm

42mm

D E

Model

CIG3701

Example: 
CRI & CCT

827

Beam

15D

ORDERING INFORMATION: 

CIG3701
CIG3702

CIG3701-1.4W-827-15D-LV

827
830
840 

Ra ≥ 80  2700K
Ra ≥ 80  3000K
Ra ≥ 80  4000K

15D
25D
60D 

15°
25°
60°

Input Voltage

LV

LV Low Voltage ( 24V DC )

Model CIG3702B is asymmetric type with beam    angle 45x35° only.

Rosario
Low wattage in-ground light



TECHNICAL DETAILS

APPLICATION

LINE ART

CIG3703BCIG3703

BEAM ANGLE

15° 24° 36° 

  L
E

D
 In

-g
ro

un
d 

Li
gh

t

- Outdoor decorative lighting
- Paths
- Squares and parks

Housing: Die-casting aluminum
Front Cover:      Hard chromeplated Stainless steel SUS 316#
Light Window:    Tempered frosted glass. T=4mm
LED:    CREE
Operating Temperature: -20℃~40℃
Power Cable:   2X0.75mm² L=0.15m rubber cable ( Low voltage )

Non 
Dim67

55

CIG3704 CIG3704B

A

B

C

D

E

58mm

58mm

58mm

58mm

50mm

50mm

77mm

77mm

42mm

42mm

42mm

42mm

AWattageModel

  2.3W

2.3W

5.8W

5.8W

B C

CIG3703B

CIG3703

CIG3704

CIG3704B

95mm

95mm

95mm

95mm

48mm

48mm

48mm

48mm

D E

Asymmetric Type

Model

CIG3703

Example: 
CRI & CCT

827

827
830
840 

Beam

15D

ORDERING INFORMATION: 

CIG3703-827-15D-LV

Ra ≥ 80  2700K
Ra ≥ 80  3000K
Ra ≥ 80  4000K

15D
24D
36D 

15°
24°
36°

CIG3703
CIG3704
CIG3704B

Input Voltage

LV

LV Low Voltage ( 24V DC )

Model CIG3703B is asymmetric type with beam    angle 45x35° only.

Curitiba
Low wattage
in-ground light

54
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TECHNICAL DETAILS

APPLICATION

LINE ART

BEAM ANGLE

D

E

CIG3711-A CIG3711-B CIG3711-C

15° 25° 75° 

Non 
Dim67

A

B

C

- Outdoor decorative lighting
- Paths
- Squares and parks

  LE
D

 In-ground Light

Drive-Over In-ground Light

Housing: Extruded aluminum anodized matte silver. 
Front Cover:      Hard chromeplated Stainless steel SUS 316L#
Light Window:    Tempered frosted glass. T=4mm
LED:    CREE
Operating Temperature:   -20℃~40℃
Power Cable:   2X0.75mm² L=2m VDE cerified rubber cable ( Low voltage )

Model

CIG3711

Wattage

2.3W

Example: 
CRI & CCT

827

827
830
840 

Beam

15D

2.3W

ORDERING INFORMATION: 

CIG3711-A-2.3W-827-15D-LV

Ra ≥ 80  2700K
Ra ≥ 80  3000K
Ra ≥ 80  4000K

15D
25D
75D 

15°
25°
75°

CIG3711

Input Voltage

LV

LV Low Voltage ( 24V DC )A
B
C

One-side Light Output
Two-side Light Output
Four-side Light Output

A

Feature

56 57

CIG3711-A

CIG3711-B

CIG3711-C

48mm

48mm

48mm

95mm

95mm

95mm

62mm

62mm

62mm

58mm

58mm

58mm

42mm

42mm

42mm

AModel B C D E

Teresina

TECHNICAL DETAILS

APPLICATION

LINE ART

BEAM ANGLE

15° 25° 75° 

A

C

B

D

E

Non 
Dim67

- Outdoor decorative lighting
- Paths
- Squares and parks

Housing: Extruded aluminum anodized matte silver. 
Front Cover:      Hard chromeplated Stainless steel SUS 316L#
Light Window:    Tempered frosted glass. T=4mm
LED:    CREE
Operating Temperature:   -20℃~40℃
Power Cable:   2X0.75mm² L=2m VDE cerified rubber cable ( Low voltage )

Model

CIG3712

Wattage

8W

Example: 
CRI & CCT

827

827
830
840 

Beam

15D

8W

ORDERING INFORMATION: 

CIG3712-A-8W-827-15D-LV

Ra ≥ 80  2700K
Ra ≥ 80  3000K
Ra ≥ 80  4000K

15D
25D
75D 

15°
25°
75°

CIG3712

Input Voltage

LV

LV Low Voltage ( 24V DC )A
B
C

One-side Light Output
Two-side Light Output
Four-side Light Output

A

Feature

CIG3712-A

CIG3712-B

CIG3712-C

102mm

102mm

102mm

150mm

150mm

150mm

94mm

94mm

94mm

116mm

116mm

116mm

68mm

68mm

68mm

AModel B C D E

Drive-Over In-ground Light
Sao Luis

CIG3712-A CIG3712-B CIG3712-C
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59

TECHNICAL DETAILS

APPLICATION

LINE ART

Mounting sleeve

CIG3D0301R-A CIG3D0301R-B

CIG3D0301R-A

CIG3D0301R-C CIG3D0301R-D CIG3D0301R-E

Housing: Extruded aluminum anodized matte silver. 
Front Cover:      Hard chromeplated Stainless steel SUS 316L#
Light Window:    Tempered frosted glass. T=4mm
LED:    CREE
Operating Temperature:   -20℃~40℃
Power Cable:   2X0.75mm² L=2m VDE cerified rubber cable ( Low voltage )

Non 
Dim67

- Outdoor decorative lighting
- Paths
- Squares and parks

Model

CIG3D0301R

Wattage

3W

Example: 
CRI & CCT

830

3W

ORDERING INFORMATION: 

CIG3D0301R

CIG3D0301R-A-3W-830-LV
Input Voltage

LV

LV Low Voltage ( 24V DC )830
840
R
G
B 

Ra ≥ 80  3000K
Ra ≥ 80  4000K
Red
Green
Blue

A
B
C
D
E

One-side Light Output
Two-side Light Output
Two-side Light Output (Symmetric)
Three-side Light Output
Four-side Light Output

A

Feature

102mm64mm

64mm

64mm

102mm

AModel B C D

CIG3D0301R-A

CIG3D0301R-B

CIG3D0301R-C

CIG3D0301R-D

CIG3D0301R-E

64mm

64mm

102mm

102mm

102mm

102mm

60mm

60mm

60mm

60mm

60mm

102mm

102mm

102mm

102mm

Drive-Over In-ground Light
Brasilia

  LE
D

 In-ground Light

58

Housing: Die-casting aluminum black powder coated
Front Cover:      Stainless steel SUS 316#
Light Window:    Tempered frosted glass. T=4mm
LED:    CREE
Operating Temperature:   -20℃~40℃
Power Cable:   2X0.75mm² L=0.15m ( Low voltage )

TECHNICAL DETAILS

APPLICATION

LINE ART

BEAM ANGLE

15° 25° 40° 60°

CIG3051F

Α

Β

Non 
Dim67

Model

CIG3051F

Example: 
CRI & CCT

827

827
830
840 

Beam

15D

ORDERING INFORMATION: 

CIG3051F
CIG3052F
CIG3053F
CIG3054F
CIG3055F
CIG3056F

CIG3051F-827-15D-LV

Ra ≥ 80  2700K
Ra ≥ 80  3000K
Ra ≥ 80  4000K

15D
25D
40D
60D 

15°
25°
40°
60°

Input Voltage

LV

LV Low Voltage ( 24V DC )

- Outdoor decorative lighting
- Paths
- Squares and parks

High Power LEDs IP67 In-ground Light

CIG3052F CIG3053F CIG3054F CIG3055F CIG3056F

C

100mm

160mm

160mm

260mm

210mm

260mm

120mm

155mm

155mm

125mm

165mm

125mm

85mm

145mm

145mm

245mm

190mm

245mm

CIG3051F

CIG3052F

CIG3053F

CIG3054F

CIG3055F

CIG3056F

AWattageModel

  3W/6W

6W

12W

B C

18W

24W/36W

  9W/12W

Medelin

A

B

C

D



TECHNICAL DETAILS

APPLICATION

LINE ART

Model

CIG3611A

Example: 
CRI & CCT

827

Beam

15D

ORDERING INFORMATION: 

CIG3611A
CIG3612A
CIG3613A
CIG3614A
CIG3615A

CIG3611A-827-15D-LV

827
830
840 

Ra ≥ 80  2700K
Ra ≥ 80  3000K
Ra ≥ 80  4000K

15D
25D
40D
60D 

15°
25°
40°
60°

Input Voltage

LV

LV
HV 

Low Voltage ( 24V DC )
High Voltage ( 220-240V AC )

CIG3611A

BEAM ANGLE

Housing: Die-casting aluminum black powder coated
Front Cover:      Stainless steel SUS 316#
Light Window:    Tempered frosted glass. T=4mm
LED:    CREE
Operating Temperature:   -20℃~40℃
Power Cable:   2X0.75mm² L=0.15m ( Low voltage )

   3X0.75mm² L=0.15m ( High voltage )

15° 25° 40° 60°

A

Mounting Sleeve

Non 
Dim67

  L
E

D
 In

-g
ro

un
d 

Li
gh

t

- Outdoor decorative lighting
- Paths
- Squares and parks

Beam Direction Adjustable IP67 In-ground Light

60 61

CIG3612A

B

C

CIG3614A CIG3615A

120mm

200mm

200mm

200mm

250mm

CIG3614A

CIG3611A

CIG3612A

CIG3613A 

CIG3615A 

120mm

170mm

170mm

170mm

194mm

115mm

187mm

187mm

187mm

136mm

AWattageModel

  3W/6W

9W/18W

12W/24W

18W/36W

B C

24W/36W

CIG3613A 

San Jose



  L
E

D
 In

-g
ro

un
d 

Li
gh

t

62 63

TECHNICAL DETAILS

APPLICATION

LINE ART

Model

CIG3151

Example: 
CRI & CCT

827

Beam

10D

ORDERING INFORMATION: 

CIG3151     
CIG3152
CIG3153     
CIG3154

CIG3151-827-10D-LV

827
830
840 

Ra ≥ 80  2700K
Ra ≥ 80  3000K
Ra ≥ 80  4000K

10D
15D
25D
40D 

10°
15°
25°
40°

Input Voltage

LV

LV
HV 

Low Voltage ( 24V DC )
High Voltage ( 220-240V AC )

CIG3152CIG3151

BEAM ANGLE

Housing: Die-casting aluminum black powder coated
Front Cover:      Stainless steel SUS 316#
Light Window:    Tempered frosted glass. T=4mm
LED:    CREE COB
Operating Temperature:   -20℃~40℃
Power Cable:   2X0.75mm² L=0.15m ( Low voltage )

   3X0.75mm² L=0.15m ( High voltage )  

10° 15° 25° 40° 

CIG3154CIG3153

C

B

A

Non 
Dim67

- Outdoor decorative lighting
- Paths
- Squares and parks

COB IP67 In-ground Light

88mm

100mm

130mm

160mm

91mm

101mm

92mm

103mm

72mm

88mm

118mm

140mmCIG3154

CIG3153

CIG3152

CIG3151

AWattageModel

  3W

5W

7W

12W

B C

Aruba



  L
E

D
 In

-g
ro

un
d 

Li
gh

t

64 65

TECHNICAL DETAILS

APPLICATION

LINE ART

BEAM ANGLE

10° 15° 25° 40° 

CIG3158CIG3157CIG3156CIG3155

C

B

A

Example: 
CRI & CCT

827

827
830
840 

Beam

10D

ORDERING INFORMATION: 

CIG3155     
CIG3156
CIG3157     
CIG3158

CIG3155-827-10D-LV

Ra ≥ 80  2700K
Ra ≥ 80  3000K
Ra ≥ 80  4000K

10D
15D
25D
40D 

10°
15°
25°
40°

Input Voltage

LV

LV
HV 

Low Voltage ( 24V DC )
High Voltage ( 220-240V AC )

Model

CIG3155

- Outdoor decorative lighting
- Paths
- Squares and parks

Housing: Die-casting aluminum black powder coated
Front Cover:      Stainless steel SUS 316#
Light Window:    Tempered frosted glass. T=4mm
LED:    CREE COB
Operating Temperature:   -20℃~40℃
Power Cable:   2X0.75mm² L=0.15m ( Low voltage )

   3X0.75mm² L=0.15m ( High voltage )  

Non 
Dim67

180mm

210mm

230mm

260mm

117mm

113mm

132mm

117mm

166mm

195mm

215mm

240mmCIG3158

CIG3157

CIG3156

CIG3155

AWattageModel

  15W

20W

30W

35W

B C

COB IP67 In-ground Light
Aruba



TECHNICAL DETAILS

APPLICATION

LINE ART

BEAM ANGLE

CIG3424 / CIG3436

Non 
Dim67

  L
E

D
 In

-g
ro

un
d 

Li
gh

t

240mm

Φ286mm

237mm

197mm

Φ288mm

320mm

15° 30° 

Model

CIG3424

Wattage

24W

Example: 
CRI & CCT

830

830
840

Beam

15D

24W
36W

ORDERING INFORMATION: 

CIG3424-24W-830-15D-HV

Ra ≥ 80  3000K
Ra ≥ 80  4000K

15D
30D 

15°
30°

CIG3424
CIG3436

Input Voltage

HV

HV High Voltage ( 220-240V AC )

- Outdoor decorative lighting
- Paths
- Squares and parks

Housing: Die-casting aluminum black powder coated
Front Cover:      Stainless steel SUS 316L#
Light Window:    Tempered frosted glass. T=8mm
LED:    CREE
Operating Temperature:   -20℃~40℃
Power Cable:   2X0.75mm² L=0.15m rubber cable ( Low voltage )

Beam Direction Adjustable IP67 In-ground Light

66 67

Panama



TECHNICAL DETAILS

APPLICATION

LINE ART

BEAM ANGLE

Housing: Extruded aluminum grey powder coated. 
Front Cover:      Stainless steel SUS 316#
Light Window:    Tempered frosted glass. T=4mm
Operating Temperature:   -20℃~40℃
Power Cable:   2X0.75mm² L=0.15m ( Low voltage ) 

10x45° 20x65° 

B

Α

C

L

Non 
Dim67

  L
E

D
 In

-g
ro

un
d 

Li
gh

t

Model

CIG3621

Example: 
CRI & CCT

827

827
830
840 

ORDERING INFORMATION: 

CIG3621
CIG3622
CIG3623
CIG3624
CIG3625
CIG3626

CIG3621-827-A-LV

Ra ≥ 80  2700K
Ra ≥ 80  3000K
Ra ≥ 80  4000K

Input Voltage

LV

LV Low Voltage ( 24V DC )

- Outdoor decorative lighting
- Paths
- Squares and parks

Rectangle IP67 In-ground Light

68

CIG3621/CIG3622/CIG3623/CIG3624/CIG3625/CIG3626

L

CIG3622

CIG3623

CIG3624

WattageModel A B

63mm

C

83mm57mm  3W/5W/9W/18WCIG3621

  4W/7W/12W/24W

  7W/11W/18W/36W

  3W/5W/9W/18W

  225mm/332mm/520mm/1000mm

  225mm/332mm/520mm/1000mm

  225mm/332mm/520mm/1000mm

63mm 83mm57mm

63mm 83mm57mm

75mm 84mm66mm

CIG3625

CIG3626

  4W/6W/12W/24W

 6W/10W/18W/36W

  215mm/320mm/533mm/1000mm

75mm 84mm66mm

75mm 84mm66mm

  215mm/320mm/533mm/1000mm

  215mm/320mm/533mm/1000mm

Belize

Beam

A

A
B

10x45°
20x65°

69



TECHNICAL DETAILS

APPLICATION

LINE ART

Housing: Extruded aluminum anodized matte silver
Front Cover:      Extruded aluminum
Light Window:    Tempered frosted glass
LED:    CREE
Operating Temperature:   -20℃~40℃
Power Cable:   2X0.75mm² L=1m PVC material cable ( Low voltage ) 

Non 
Dim67

CWL7D01B

Model

CWL7D01A

Wattage

1W

Example: 
CRI & CCT

830

830
840
R
G
B 

1W

ORDERING INFORMATION: 

CWL7D01A
CWL7D01B
CWL7D01C
CWL7D01D
CWL7D01E
CWL7D01F

CWL7D01A-1W-830-LV

Ra ≥ 80  3000K
Ra ≥ 80  4000K
Red
Green
Blue

Input Voltage

LV

LV Low Voltage ( 24V DC )

- Wall decoration
- Corridors
- Outdoor stairs
- Decks

LED Stair Light 

  L
E

D
 W

al
l &

 S
ta

ir 
Li

gh
t

70 71

Mounting sleeve

CWL7DR01E CWL7D01F

CWL7D01C

CWL7D01D

CWL7D01A

CWL7D01A

CWL7D01B

CWL7D01C

53mm

AModel B C

CWL7D01D

CWL7D01E

CWL7D01F

60mm

D

43mm 41mm

43mm

43mm

43mm

43mm

43mm

53mm

53mm

53mm

53mm

53mm

41mm

41mm

41mm

41mm

41mm

60mm

60mm

60mm

60mm

60mm

Merida

A

B

C

D



TECHNICAL DETAILS

APPLICATION

LINE ART

Non 
Dim67

Mounting sleeve

CWL7D21A CWL7D21B 

A

B

C

- Wall decoration
- Corridors
- Outdoor stairs
- Decks

Housing: Extruded aluminum anodized matte silver
Front Cover:      Extruded aluminum
Light Window:    Tempered frosted glass
LED:    CITIZEN COB
Operating Temperature:   -20℃~40℃
Power Cable:   2X0.75mm² L=1m PVC material cable  ( Low voltage )   

Model

CWL7D21A 

Wattage

5W

Example: 
CRI & CCT

830

5W

ORDERING INFORMATION: 

CWL7D21A 
CWL7D21B
CWL7D21C
CWL7D21D
CWL7D21E
CWL7D21F     

CWL7D21A -5W-830-LV
Input Voltage

LV

LV Low Voltage ( 24V DC )830
840
R
G
B 

Ra ≥ 80  3000K
Ra ≥ 80  4000K
Red
Green
Blue

  L
E

D
 W

al
l &

 S
ta

ir 
Li

gh
t

72 73

CWL7D21E CWL7D21F 

CWL7D21C 

CWL7D21D

CWL7D21A

CWL7D21B

CWL7D21C

102mm

AModel B C

CWL7D21D

CWL7D21E

CWL7D21F

120mm

D

64mm 60mm

120mm60mm

120mm

120mm

120mm

120mm

60mm

60mm

60mm

60mm

102mm64mm

102mm64mm

102mm64mm

102mm64mm

102mm64mm

D

LED Stair Light 
Bengaluru



TECHNICAL DETAILS

APPLICATION

LINE ART

Housing: Extruded aluminum anodized matte silver
Front Cover:  Extruded aluminum
Light Window:    Tempered frosted glass
Operating Temperature:   -20℃~40℃
Power Cable:   2X0.75mm² L=1m PVC material cable  ( Low voltage )   

Non 
Dim65

Mounting sleeve

CWL7D11A CWL7D11B

CWL7D11A CWL7D11B

45mm

4
6
m
m

45mm 45mm

4
6
m
m

45mm

41mm

41mm

6
0
m
m

- Wall decoration
- Corridors
- Outdoor stairs
- Decks

Model

CWL7D11A 

Wattage

1W

Example: 
CRI & CCT

830

1W

ORDERING INFORMATION: 

CWL7D11A 
CWL7D11B

CWL7D11A -1W-830-LV-ND
Input Voltage

LV

LV Low Voltage ( 24V DC )830
840
R
G
B 

Ra ≥ 80  3000K
Ra ≥ 80  4000K
Red
Green
Blue

ND

ND
VD 

Non Dim
0-10V Dim

  L
E

D
 W

al
l &

 S
ta

ir 
Li

gh
t

74 75

LED Stair Light 
Mumbai



TECHNICAL DETAILS

APPLICATION

LINE ART

Housing: Die-casting aluminum dark grey powder coated. 
Front Cover:      Stainless steel SUS 304#
Light Window:    Tempered frosted glass
LED:    CREE
Operating Temperature:   -20℃~40℃
Power Cable:   3X0.75mm² L=0.15m ( High voltage )

CWL7ER01 CWL7ES01

Non 
Dim65

Model

CWL7ER01

Wattage

3W

Example: 
CRI & CCT

830

830
840 

3W

ORDERING INFORMATION: 

CWL7ER01
CWL7ES01

CWL7ER01 -3W-830-HV

Ra ≥ 80  3000K
Ra ≥ 80  4000K

Input Voltage

HV

HV Low Voltage ( 220-240V AC )

CWL7ER01 CWL7ES01

95mm

81mm 81mm

95
mm

95mm

- Wall decoration
- Corridors
- Outdoor stairs

  L
E

D
 W

al
l &

 S
ta

ir 
Li

gh
t

76 77

LED Stair Light 
New Delhi



TECHNICAL DETAILS

APPLICATION

LINE ART

Housing: Die-casting aluminum sanded black
Light Window:    Tempered clear glass
Operating Temperature:   -20℃~40℃
Power Cable:   3X0.75mm² L=0.15m ( High voltage )

CWL7112

Non 
Dim54

90mm

90mm

71mm

90mm

Model

CWL7112

Wattage

1.5W

Example: 
CRI & CCT

827

827
830
840 

1.5W

ORDERING INFORMATION: 

CWL7112-1.5W-827-HV

Ra ≥ 80  2700K
Ra ≥ 80  3000K
Ra ≥ 80  4000K

CWL7112

Input Voltage

HV

HV High Voltage ( 220-240V AC )

- Wall decoration
- Corridors
- Outdoor stairs

Asymmetric Stair Light

  L
E

D
 W

al
l &

 S
ta

ir 
Li

gh
t

78 79

Bangkok



TECHNICAL DETAILS

APPLICATION

LINE ART

CWL7118 CWL7119

65mm

160mm
70

mm

76mm

108mm 65
m
m

Model

CWL7118

Wattage

3W

Example: 
CRI & CCT

827

827
830
840 

3W
6W
9W

ORDERING INFORMATION: 

CWL7118-3W-827-HV

Ra ≥ 80  2700K
Ra ≥ 80  3000K
Ra ≥ 80  4000K

CWL7118
CWL7119
CWL7120

Input Voltage

HV

HV High Voltage ( 220-240V AC )

- Wall decoration
- Corridors
- Outdoor stairs

Non 
Dim54

Housing: Die-casting aluminum sanded black
Light Window:    Tempered clear glass. T=4mm
Operating Temperature:   -20℃~40℃
Power Cable:   3X0.75mm² L=0.15m ( High voltage )

  L
E

D
 W

al
l &

 S
ta

ir 
Li

gh
t

81

CWL7120

106mm

65mm

204mm

204mm

CWL7118 CWL7119 CWL7120

Asymmetric Stair Light
Bangkok

80



TECHNICAL DETAILS

APPLICATION

LINE ART

Model

CWL7701

Wattage

1.8W

Example: 
CRI & CCT

827

827
830
840 

1.8W

ORDERING INFORMATION: 

CWL7701-1.8W-827-LV

Ra ≥ 80  2700K
Ra ≥ 80  3000K
Ra ≥ 80  4000K

Input Voltage

LV

LV
HV 

Low Voltage ( 24V DC )
High Voltage ( 220-240V AC )

CWL7701
CWL7702

Housing: Die-casting aluminum sanded black
Light Window:    Tempered clear glass
Operating Temperature:   -20℃~40℃
Power Cable:   2X0.75mm² L=0.15m ( Low voltage )

3X0.75mm² L=0.15m ( High voltage )

CWL7701

95mm

92mm
95mm50mm

78mm

Non 
Dim54

92mm

- Wall decoration
- Corridors
- Outdoor stairs

Symmetric  Stair Light

  L
E

D
 W

al
l &

 S
ta

ir 
Li

gh
t

82 83

CWL7702

140m
m145

mm

45mm

40mm

45mm

60m
m

CWL7701 CWL7702

Bishan



TECHNICAL DETAILS

APPLICATION

LINE ART

Model

CWL7703

Example: 
CRI & CCT

827

827
830
840 

ORDERING INFORMATION: 

CWL7703-827-LV

Ra ≥ 80  2700K
Ra ≥ 80  3000K
Ra ≥ 80  4000K

Input Voltage

LV

LV
HV 

Low Voltage ( 24V DC )
High Voltage ( 220-240V AC )

CWL7703
CWL7704
CWL7705
CWL7706

CWL7704

Housing: Die-casting aluminum sanded black
Light Window:    Tempered clear glass
Operating Temperature:   -20℃~40℃
Power Cable:   2X0.75mm² L=0.15m ( Low voltage )

3X0.75mm² L=0.15m ( High voltage )

Non 
Dim54

- Wall decoration
- Corridors
- Outdoor stairs

  L
E

D
 W

al
l &

 S
ta

ir 
Li

gh
t

85

CWL7705/CWL7706CWL7703

84

Symmetric  Stair Light
Bishan

CWL7703

CWL7704

CWL7705

171mm

AWattageModel

  3.3W

3.3W

3.3W

B

106mm

120mm

CWL7706 6W 160mm

A

B
106mm

171mm

120mm

160mm



TECHNICAL DETAILS

APPLICATION

LINE ART

BEAM ANGLE

Housing: Die-casting  aluminum sanded white powder coated. 
Light Window:    Clear PC
LEDs:  Philips
Operating Temperature:   -20℃~40℃
Power Cable:   3X0.75mm² L=0.15m ( High voltage )

CWL7ES11

Non 
Dim65

47°

250mm

95mm

31
m
m

- Wall decoration
- Corridors
- Outdoor stairs

Model

CWL7ES11

Wattage

8.8W

Example: 
CRI & CCT

830

830
840 

8.8W

ORDERING INFORMATION: 

CWL7ES11-8.8W-830-47D-HV

Ra ≥ 80  3000K
Ra ≥ 80  4000K

CWL7ES11

Input Voltage

HV

HV High Voltage ( 220-240V AC )

Beam

47D

47D 47°

Asymmetric Stair Light

  L
E

D
 W

al
l &

 S
ta

ir 
Li

gh
t

8786

Red Hill



TECHNICAL DETAILS

APPLICATION

LINE ART

BEAM ANGLE

Housing: Die-casting aluminum grey powder coated. 
Light Window:    Tempered clear glass
LEDs:  CREE
Operating Temperature:   -20℃~40℃
Power Cable:   3X0.75mm² L=0.15m ( High voltage )  

Non 
Dim65

CWL7ES12

30°

170m
m

114mm

65mm

- Wall decoration
- Corridors
- Outdoor stairs

Model

CWL7ES12

Wattage

4W

Example: 
CRI & CCT

830

830
840 

4W
6W

ORDERING INFORMATION: 

CWL7ES12-4W-830-30D-HV

Ra ≥ 80  3000K
Ra ≥ 80  4000K

CWL7ES12
CWL7ES13

Input Voltage

HV

HV High Voltage ( 220-240V AC )

Beam

30D

30D 30°

  L
E

D
 W

al
l &

 S
ta

ir 
Li

gh
t

88 89

CWL7ES13

226m
m

114mm

65mm
CWL7ES12 CWL7ES13

Symmetric  Stair Light
Dover



Housing: Extruded aluminum silver grey powder coated. 
Light Window:    Tempered clear glass. T=3mm
LEDs:   SAMSUNG
Operating Temperature:   -20℃~40℃
Power Cable:   3X0.75mm² L=0.15m rubber cable ( High voltage )

TECHNICAL DETAILS

APPLICATION

- Wall decoration
- Corridors
- Balconies

LINE ART

CWL7001/CWL7002/CWL7003

BEAM ANGLE

C

A

B

15° 25° 45° 60°  

  L
E

D
 W

al
l &

 S
ta

ir 
Li

gh
t

Model

CWL7001

Example: 
CRI & CCT

827

827
830
840 

Beam

15D

ORDERING INFORMATION: 

CWL7001
CWL7002
CWL7003

CWL7001-827-15D-HV

Ra ≥ 80  2700K
Ra ≥ 80  3000K
Ra ≥ 80  4000K

15D
25D
45D
60D 

15°
25°
45°
60°

Input Voltage

HV

HV High Voltage ( 220-240V AC )

Non 
Dim55

Single-Side
Wall Mounted Light

90 91

CWL7001

CWL7002

CWL7003

115mm 160mm

160mm

200mm

65mm

90mm

108mm

AWattageModel

  5W

10W

15W

B C

155mm

175mm

Simei



TECHNICAL DETAILS

APPLICATION

LINE ART

CWL7004/CWL7005/CWL7006

BEAM ANGLE

A

B

C

15° 25° 45° 60°  

Model

CWL7004

Example: 
CRI & CCT

827

827
830
840 

Beam

15D

ORDERING INFORMATION: 

CWL7004-827-15D-HV

Ra ≥ 80  2700K
Ra ≥ 80  3000K
Ra ≥ 80  4000K

CWL7004
CWL7005
CWL7006

15D
25D
45D
60D 

15°
25°
45°
60°

Input Voltage

HV

HV High Voltage ( 220-240V AC )

Housing: Extruded aluminum silver grey powder coated. 
Light Window:    Tempered clear glass. T=4mm
LEDs:   SAMSUNG
Operating Temperature:   -20℃~40℃
Power Cable:   3X0.75mm² L=0.15m rubber cable ( High voltage )

Non 
Dim55

- Wall decoration
- Corridors
- Balconies

  L
E

D
 W

al
l &

 S
ta

ir 
Li

gh
t

92 93

CWL7004

CWL7005

CWL7006

215mm 200mm145mm

AWattageModel

  20W

30W

40W

B C

215mm 200mm145mm

215mm 200mm145mm

Single-Side
Wall Mounted Light

Simei



TECHNICAL DETAILS

APPLICATION

LINE ART

BEAM ANGLE

CWL7011-2/CWL7012-2/CWL7013-2

A

B

C

15° 25° 45° 60°  

Model

CWL7011-2

Example: 
CRI & CCT

827

827
830
840

Beam

15D

ORDERING INFORMATION: 

CWL7011-2-827-15D-HV

Ra ≥ 80  2700K
Ra ≥ 80  3000K
Ra ≥ 80  4000K

CWL7011-2
CWL7012-2
CWL7013-2

15D
25D
45D
60D 

15°
25°
45°
60°

Input Voltage

HV

HV High Voltage ( 220-240V AC )

Housing: Extruded aluminum silver grey powder coated. 
Light Window:    Tempered clear glass. T=3mm
LEDs:   SAMSUNG
Operating Temperature:   -20℃~40℃
Power Cable:   3X0.75mm² L=0.15m rubber cable ( High voltage )

Non 
Dim55

- Wall decoration
- Corridors
- Balconies

Double-Side 
Wall Mounted Light

  L
E

D
 W

al
l &

 S
ta

ir 
Li

gh
t

94 95

CWL7011-2

CWL7012-2

CWL7013-2

115mm 260mm65mm

AWattageModel

  10W

20W

40W

B C

175mm 300mm108mm

215mm 300mm145mm

Simei



TECHNICAL DETAILS

APPLICATION

LINE ART

BEAM ANGLE

CWL7031/CWL7032/CWL7033/CWL7034

15° 25° 45° 60°  

115mm

63mm

120mm

Model

CWL7031

Example: 
CRI & CCT

827

827
830
840 

Beam

15D

ORDERING INFORMATION: 

CWL7031-827-15D-HV

Ra ≥ 80  2700K
Ra ≥ 80  3000K
Ra ≥ 80  4000K

CWL7031
CWL7032
CWL7033
CWL7034

15D
25D
45D
60D 

15°
25°
45°
60°

Input Voltage

HV

HV High Voltage ( 220-240V AC )

Housing: Extruded aluminum silver grey powder coated. 
Light Window:    Tempered clear glass. T=3mm
LEDs:   SAMSUNG
Operating Temperature:   -20℃~40℃
Power Cable:   3X0.75mm² L=0.15m rubber cable ( High voltage )

Non 
Dim55

- Wall decoration
- Corridors
- Balconies

Single-Side 
Wall Mounted Light

  L
E

D
 W

al
l &

 S
ta

ir 
Li

gh
t

96 97

CWL7031

CWL7031

CWL7032

CWL7033

115mm 120mm63mm

AWattageModel

  5W

10W

15W

B C

115mm 160mm90mm

175mm 200mm150mm

CWL7034 20W 215mm 200mm150mm

Simei



TECHNICAL DETAILS

APPLICATION

LINE ART

BEAM ANGLE

CWL7041-2/CWL7042-2/CWL7043-2/CWL7044-2

15° 25° 45° 60°  

115mm

63mm

180mm

Model

CWL7041-2

Example: 
CRI & CCT

827

827
830
840 

Beam

15D

ORDERING INFORMATION: 

CWL7041-2-827-15D-HV

Ra ≥ 80  2700K
Ra ≥ 80  3000K
Ra ≥ 80  4000K

CWL7041-2
CWL7042-2
CWL7043-2
CWL7044-2

15D
25D
45D
60D 

15°
25°
45°
60°

Input Voltage

HV

HV High Voltage ( 220-240V AC )

Housing: Extruded aluminum silver grey powder coated. 
Light Window:    Tempered clear glass. T=3mm
LEDs:   SAMSUNG
Operating Temperature:   -20℃~40℃
Power Cable:   3X0.75mm² L=0.15m rubber cable ( High voltage )

Non 
Dim55

- Wall decoration
- Corridors
- Balconies

  L
E

D
 W

al
l &

 S
ta

ir 
Li

gh
t

99

CWL7041-2

CWL7042-2

CWL7043-2

115mm 180mm63mm

AWattageModel

  10W

20W

30W

B C

115mm 260mm90mm

175mm 300mm150mm

CWL7044-2 40W 215mm 300mm150mm

Double-Side 
Wall Mounted Light

Simei

98



TECHNICAL DETAILS

APPLICATION

LINE ART

BEAM ANGLE

Housing: Die-casting aluminum black powder coated. 
Light Window:    Tempered clear glass. T=4mm
LEDs:   CREE
Operating Temperature:   -20℃~40℃
Power Cable:   3X0.75mm² L=0.15m ( High voltage )

CWL7ES14-2

21° 

Non 
Dim54

Model

CWL7ES14-2

Wattage

14W

Example: 
CRI & CCT

827

827
830
840 

Beam

21D

14W

ORDERING INFORMATION: 

CWL7ES14-2-14W-827-21D-HV

Ra ≥ 80  2700K
Ra ≥ 80  3000K
Ra ≥ 80  4000K

CWL7ES14-2 21D 21°

Input Voltage

HV

HV High Voltage ( 220-240V AC )

120mm

130mm

90mm

80mm

- Wall decoration
- Corridors
- Balconies

Double-Side 
Wall Mounted Light

  L
E

D
 W

al
l &

 S
ta

ir 
Li

gh
t

100 101

  LE
D

 W
all &

 S
tair Light

TECHNICAL DETAILS

APPLICATION

LINE ART

BEAM ANGLE

Housing: Die-casting aluminum white powder coated. 
Light Window:    Clear PC
Operating Temperature:   -20℃~40℃
Power Cable:   3X0.75mm² L=0.15m ( High voltage )

CWL2891

93°

CWL2892

Non 
Dim54

118°

Model

CWL2891

Wattage

7W

Example: 
CRI & CCT Beam

93D

7W

ORDERING INFORMATION: 

CWL2891-7W-830-93D-HV

CWL2891
CWL2892

  93D
118D

  93°
118°

830

830
840 

Ra ≥ 80  3000K
Ra ≥ 80  4000K

Input Voltage

HV

HV High Voltage ( 220-240V AC )

- Wall decoration
- Corridors
- Balconies

CWL2891 CWL2892

Single-Side 
Wall Mounted Light

MultanBetok



TECHNICAL DETAILS

APPLICATION

LINE ART

Housing: Die-casting aluminum dark grey  
powder coated. 

Light Window:    PC
LEDs:  OSRAM SMD
Operating Temperature:   -20℃~40℃
Power Cable:   3X0.75mm² L=0.15m ( High voltage )

Non 
Dim54

CWL7G02

CWL7G01

72mm200mm

250mm

190mm

149mm
54mm

Model

CWL7G01

Wattage

6W

Example: 
CRI & CCT

827

827
830
840 

6W
9W

ORDERING INFORMATION: 

CWL7G01-6W-827-HV

Ra ≥ 80  2700K
Ra ≥ 80  3000K
Ra ≥ 80  4000K

CWL7G01
CWL7G02

Input Voltage

HV

HV High Voltage ( 220-240V AC )

- Wall decoration
- Corridors
- Balconies

CWL7G01 CWL7G02

Decorative Wall Light 

  L
E

D
 W

al
l &

 S
ta

ir 
Li

gh
t

102 103

Lahore



APPLICATION

LINE ART

TECHNICAL DETAILS

CWL7G21

Non 
Dim54

CWL7G22

48mm

Φ155mm

48mm

Φ155mm

Model

CWL7G21

Wattage

10W

Example: 
CRI & CCT

827

827
830
840 

10W

ORDERING INFORMATION: 

CWL7G21-10W-827-HV

Ra ≥ 80  2700K
Ra ≥ 80  3000K
Ra ≥ 80  4000K

CWL7G21
CWL7G22

Input Voltage

HV

HV High Voltage ( 220-240V AC )

- Wall decoration
- Corridors
- Balconies

Housing: Die-casting aluminum dark grey powder coated. 
Light Window:    PC
LEDs:  OSRAM SMD
Operating Temperature:   -20℃~40℃
Power Cable:   3X0.75mm² L=0.15m ( High voltage )

Decorative Wall Light 

  L
E

D
 W

al
l &

 S
ta

ir 
Li

gh
t

104 105

Kochi



APPLICATION

LINE ART

TECHNICAL DETAILS

CWL7G31

Non 
Dim44

160mm

48mm 48mm

220mm

65mm 121mm

Model

CWL7G31

Wattage

7W

Example: 
CRI & CCT

827

827
830
840 

  7W
12W

ORDERING INFORMATION: 

CWL7G31-7W-827-HV

Ra ≥ 80  2700K
Ra ≥ 80  3000K
Ra ≥ 80  4000K

CWL7G31
CWL7G32

Input Voltage

HV

HV High Voltage ( 220-240V AC )

- Wall decoration
- Corridors
- Balconies

Housing: Die-casting aluminum dark grey powder coated. 
Light Window:    PC
LEDs:  OSRAM SMD
Operating Temperature:   -20℃~40℃
Power Cable:   3X0.75mm² L=0.15m ( High voltage )

CWL7G32

CWL7G31 CWL7G32

  L
E

D
 W

al
l &

 S
ta

ir 
Li

gh
t

106 107

Decorative Wall Light 
Pune



APPLICATION

LINE ART

TECHNICAL DETAILS

Housing: Die-casting aluminum dark grey powder coated.
Light Window:    Tempered glass
LEDs:   OSRAM SMD
Operating Temperature:   -20℃~40℃
Power Cable:   3X0.75mm² L=0.15m ( High voltage )

CWL7G51

Non 
Dim65

300mm

1
9
0
m
m

43mm

CWL7G52

CWL7G51 CWL7G52

202mm

1
3
2
m
m

43mm

- Wall decoration
- Corridors
- Balconies

Model

CWL7G51

Wattage

15W

Example: 
CRI & CCT

827

15W
30W

ORDERING INFORMATION: 

CWL7G51-15W-827-HV

CWL7G51
CWL7G52

Input Voltage

HV

HV High Voltage ( 220-240V AC )827
830
840

Ra ≥ 80  2700K
Ra ≥ 80  3000K
Ra ≥ 80  4000K

  L
E

D
 W

al
l &

 S
ta

ir 
Li
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t

108 109

LED Wall Light 
Arusha



APPLICATION

LINE ART

TECHNICAL DETAILS

Housing: Die-casting aluminum dark grey powder coated. 
Light Window:    PC
LEDs:  OSRAM SMD
Operating Temperature:   -20℃~40℃
Power Cable:   3X0.75mm² L=0.15m ( High voltage )

Non 
Dim54

B

C

A

- Wall decoration
- Corridors
- Balconies

CWL7G11-2/CWL7G12-2CWL7G11-1

Model

CWL7G11

Wattage

8W

Example: 
CRI & CCT

827

827
830
840

  8W
16W
30W

ORDERING INFORMATION: 

CWL7G11-1-8W-827-HV

Ra ≥ 80  2700K
Ra ≥ 80  3000K
Ra ≥ 80  4000K

CWL7G11
CWL7G12

Input Voltage

HV

HV High Voltage ( 220-240V AC )

Feature

1

1
2

One-side emitting
Two-side emitting

CWL7G12-2

  L
E

D
 W

al
l &

 S
ta

ir 
Li

gh
t

  LE
D

 W
all &

 S
tair Light

110 111

APPLICATION

LINE ART

TECHNICAL DETAILS

Non 
Dim54

65mm

71
mm

180mm

65mm

90mm
66

mm

Model

CWL7G41

Wattage

3.5W

Example: 
CRI & CCT

827

3.5W
   9W

ORDERING INFORMATION: 

CWL7G41-3.5W-827-HV

CWL7G41
CWL7G42

827
830
840 

Ra ≥ 80  2700K
Ra ≥ 80  3000K
Ra ≥ 80  4000K

Input Voltage

HV

HV High Voltage ( 220-240V AC )

- Wall decoration
- Corridors
- Balconies

Housing: Die-casting aluminum dark grey powder coated. 
Light Window:    Glass
LEDs:  OSRAM SMD
Operating Temperature:   -20℃~40℃
Power Cable:   3X0.75mm² L=0.15m ( High voltage )

LED Wall Light 

CWL7G41 CWL7G42

CWL7G11-1

CWL7G12-2

CWL7G12-2

72mm 32mm220mm

AWattageModel

  8W

16W

30W

B C

70mm 45mm

75mm 45mm

220mm

350mm

Lucknow
LED Wall Light 
Kabul

CWL7G11-2

CWL7G11-1

CWL7G41 CWL7G42



TECHNICAL DETAILS

APPLICATION

LINE ART

Material: Concrete body + SUS316 base
Light Window:    Tempered clear glass
LEDs:  OSRAM 2835
Operating Temperature:   -20℃~40℃
Power Cable:   3X0.75mm² L=0.15m ( High voltage )

Non 
Dim65

CWL7H01

Creamy white 
with sand

Natural 
concrete

Grey with 
sand

TECHNICAL DETAILS

APPLICATION

LINE ART

Non 
Dim65

CWL7H11A CWL7H11B

Creamy white 
with sand

Natural 
concrete

Grey with 
sand

Model

CWL7H11A

Wattage

6W

Example: 
CRI & CCT

830

830
840 

6W

ORDERING INFORMATION: 

CWL7H11A-6W-830-HV

Ra ≥ 80  3000K
Ra ≥ 80  4000K

CWL7H11A
CWL7H11B

Input Voltage

HV

HV High Voltage ( 220-240V AC )

Model

CWL7H01

Wattage

6W

Example: 
CRI & CCT

830

830
840 

6W

ORDERING INFORMATION: 

CWL7H01-6W-830-HV

Ra ≥ 80  3000K
Ra ≥ 80  4000K

CWL7H01

Input Voltage

HV

HV High Voltage ( 220-240V AC )

200mm

120mm

90mm

260mm

160mm

90mm
300mm

260mm

90mm

- Wall decoration
- Corridors

- Wall decoration
- Corridors

Material: Concrete body + SUS316 base
Light Window:    Tempered clear glass
LEDs:  OSRAM 2835
Operating Temperature:   -20℃~40℃
Power Cable:   3X0.75mm² L=0.15m ( High voltage )

Concrete Wall Light

CWL7H11A CWL7H11B

  L
E

D
 W

al
l &

 S
ta

ir 
Li

gh
t

  LE
D

 W
all &

 S
tair Light

112 113

Norton
Concrete Wall Light
Mansa



TECHNICAL DETAILS

APPLICATION

LINE ART

INSTALLATION DIAGRAM

Non 
Dim65

CWL7H21-30

CWL7H21-40

CWL7H21-50

CWL7H21-30 CWL7H21-40 CWL7H21-50

Creamy white 
with sand

Natural 
concrete

Grey with 
sand

Model

CWL7H21

Wattage

8W

Example: 
CRI & CCT

830

830
840 

  8W      
12W
16W      

ORDERING INFORMATION: 

CWL7H21-30-8W-830-HV

Ra ≥ 80  3000K
Ra ≥ 80  4000K

CWL7H21

Input Voltage

HV

HV High Voltage ( 220-240V AC )

Length

30

  300mm
  400mm
  500mm

  30
  40
  50

10
2m

m

300mm

45mm 45mm

400mm

10
2m

m
10

2m
m

500mm

40mm

- Wall decoration
- Corridors

Material: Concrete body + SUS316 base
Light Window:    Tempered clear glass
LEDs:  OSRAM 2835
Operating Temperature:   -20℃~40℃
Power Cable:   3X0.75mm² L=0.15m ( High voltage )

  L
E

D
 W

al
l &

 S
ta

ir 
Li
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t

114 115

Concrete Wall Light
Choma



TECHNICAL DETAILS

APPLICATION

LINE ART

INSTALLATION DIAGRAM

Non 
Dim65

CWL7H21-60

CWL7H21-90

CWL7H21-120

CWL7H21-60 CWL7H21-90 CWL7H21-120

Model

CWL7H21

Wattage

20W

Example: 
CRI & CCT

830

20W
24W      
30W

ORDERING INFORMATION: 

CWL7H21-60-20W-830-HV

830
840 

Ra ≥ 80  3000K
Ra ≥ 80  4000K

CWL7H21

Input Voltage

HV

HV High Voltage ( 220-240V AC )

Length

60

  600mm
  900mm
1200mm

  60
  90
120

600mm

10
2m

m

40mm

10
2m

m

40mm 40mm

10
2m

m

900mm

1200mm

- Wall decoration
- Corridors

Creamy white 
with sand

Natural 
concrete

Grey with 
sand

Material: Concrete body + SUS316 base
Light Window:    Tempered clear glass
LEDs:  OSRAM 2835
Operating Temperature:   -20℃~40℃
Power Cable:   3X0.75mm² L=0.15m ( High voltage )

  L
E

D
 W

al
l &
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ta

ir 
Li
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t

116 117

Concrete Wall Light
Choma



TECHNICAL DETAILS

APPLICATION

LINE ART

Non 
Dim65

- Wall decoration
- Corridors

LED Bulkhead Light

B

A

CBH702A

CBH702B

CBH702C

45mm/65mm/75mm/125mm

AModel B

CBH702D

Wattage

5W/12W/18W/36W

5W/12W/18W/36W

5W/12W/18W/36W

5W/12W/18W/36W

145mm/ 220mm/ 275mm/ 360mm

45mm/65mm/75mm/125mm

45mm/65mm/75mm/125mm

45mm/65mm/75mm/125mm

145mm/ 220mm/ 275mm/ 360mm

145mm/ 220mm/ 275mm/ 360mm

145mm/ 220mm/ 275mm/ 360mm

Housing: Die-casting aluminum
Light Window:    PC
LED:    Epistar SMD2835
Operating Temperature:   -20℃~65℃
Power Cable:   3X0.75mm² L=1m PVC material cable ( High voltage ) 

Sliver Gray Dark Gray Black

BEAM ANGLE

120°  

Model

CBH702A 

Example: 
CRI & CCT

830

ORDERING INFORMATION: 

CBH702A-830-HV

830
840
865

Ra ≥ 80  3000K
Ra ≥ 80  4000K
Ra ≥ 80  6500K

CBH702A
CBH702B
CBH702C
CBH702D

  LE
D

 B
ulkhead Light

  L
E

D
 B

ul
kh

ea
d 

Li
gh

t

Lusaka

CBH702A CBH702B CBH702C CBH702D

Input Voltage

HV

HV High Voltage ( 220-240V AC )

TECHNICAL DETAILS

APPLICATION

LINE ART

Non 
Dim65

- Wall decoration
- Corridors

B

A

CBH703A

CBH703B

CBH703C

92mm

AModel B

CBH703D

300mm

Housing: Die-casting aluminum
Light Window:    PC
LED:    Epistar SMD2835
Operating Temperature:   -20℃~65℃
Power Cable:   3X0.75mm² L=1m PVC material cable ( High voltage ) 

Sliver Gray Dark Gray Black

CBH703E

BEAM ANGLE

120°  

CBH703A CBH703B CBH703C CBH703D CBH703E

92mm

92mm

92mm

92mm

300mm

300mm

300mm

300mm

Model

CBH703A 

Example: 
CRI & CCT

830

ORDERING INFORMATION: 

CBH703A
CBH703B
CBH703C
CBH703D
CBH703E

CBH703A-18W-830-HV

830
840
865

Ra ≥ 80  3000K
Ra ≥ 80  4000K
Ra ≥ 80  6500K

18W

18W

Wattage

LED Bulkhead Light
Kindu

Input Voltage

HV

HV High Voltage ( 220-240V AC )

119118



121

  L
E

D
 B

ul
kh

ea
d 

Li
gh

t

120

TECHNICAL DETAILS

APPLICATION

LINE ART

Housing: Die-casting aluminum
Light Window:    PC
LED:    Epistar SMD2835
Operating Temperature:   -20℃~65℃
Power Cable:   3X0.75mm² L=1m PVC material cable ( High voltage ) 

Non 
Dim65

Model

CBH701A

Example: 
CRI & CCT

830

830
840
865 

ORDERING INFORMATION: 

CBH701A
CBH701B
CBH701C
CBH701D

CBH701A-830-HV

Ra ≥ 80  3000K
Ra ≥ 80  4000K
Ra ≥ 80  6500K

Input Voltage

HV

HV High Voltage ( 220-240V AC )

- Wall decoration
- Corridors

CBH701A

CBH701B

CBH701C

220mm/280mm

AModel B C

CBH701D

CBH701A CBH701B CBH701C CBH701D

A

B

C

55mm/85mm 135mm/185mm

Wattage

12W/18W

220mm/280mm

220mm/280mm

220mm/280mm

55mm/85mm

55mm/85mm

55mm/85mm

135mm/185mm

135mm/185mm

135mm/185mm

12W/18W

12W/18W

12W/18W

Sliver Gray Dark Gray Black

BEAM ANGLE

120°  

LED Bulkhead Light
Maputo



TECHNICAL DETAILS

APPLICATION

LINE ART

Housing: Die-casting aluminum
Light Window:    PC
LED:    Epistar SMD
Operating Temperature:   -20℃~65℃
Power Cable:   3X0.75mm² L=1m PVC material cable ( High voltage ) 

Non 
Dim65

- Wall decoration
- Corridors

CBH741A CBH741B CBH741C CBH741D

Sliver Gray Dark Gray Black

BEAM ANGLE

120°  

TECHNICAL DETAILS

APPLICATION

LINE ART

Non 
Dim65

CBH751A 

- Wall decoration
- Corridors

CBH751D

Housing: Die-casting aluminum
Light Window:    PC
LED:    Epistar SMD
Operating Temperature: -20℃~65℃
Power Cable:   3X0.75mm² L=1m PVC material cable ( High voltage ) 

Sliver Gray Dark Gray Black

BEAM ANGLE

120°  

Model

CBH751A 

Example: 
CRI & CCT

830

ORDERING INFORMATION: 

CBH751A-830-HV

830
840
865

Ra ≥ 80  3000K
Ra ≥ 80  4000K
Ra ≥ 80  6500K

CBH751A
CBH751B
CBH751C
CBH751D
CBH751E

Model

CBH741A

Example: 

ORDERING INFORMATION: 

CBH741A
CBH741B
CBH741C
CBH741D
CBH741E
CBH741F

CBH741A-830-HV
CRI & CCT

830

830
840
865

Ra ≥ 80  3000K
Ra ≥ 80  4000K
Ra ≥ 80  6500K

CBH751B CBH751C CBH751ECBH741FCBH741E

CBH741A

CBH741B

CBH741C

60mm/70mm

AModel B

CBH741D

Wattage

5W/12W

5W/12W

5W/12W

5W/12W

140mm/ 185mm

CBH741E

CBH741F

5W/12W

5W/12W

B

A

60mm/70mm 140mm/ 185mm

60mm/70mm

60mm/70mm

140mm/ 185mm

140mm/ 185mm

60mm/70mm

60mm/70mm

140mm/ 185mm

140mm/ 185mm

B

C

A

CBH751A

CBH751B

CBH751C

60mm/70mm

AModel B

CBH751D

Wattage

5W/12W

5W/12W

5W/12W

5W/12W

140mm/185mm

CBH751E 5W/12W

60mm/70mm

60mm/70mm

60mm/70mm

60mm/70mm

C

140mm/185mm

140mm/185mm

140mm/185mm

140mm/185mm

140mm/185mm

140mm/185mm

140mm/185mm

140mm/185mm

140mm/185mm

  LE
D

 B
ulkhead Light

  L
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D
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d 

Li
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t

LED Bulkhead Light
Kumasi

LED Bulkhead Light
Accra

Input Voltage

HV

HV High Voltage ( 220-240V AC )

Input Voltage

HV

HV High Voltage ( 220-240V AC )

123122



TECHNICAL DETAILS

APPLICATION

LINE ART

Housing: Die-casting aluminum
Light Window:    PC
LED:    Epistar SMD
Operating Temperature:   -20℃~65℃
Power Cable:   3X0.75mm² L=1m PVC material cable ( High voltage ) 

Non 
Dim65

- Wall decoration
- Corridors

CBH711A

CBH711B

CBH721A

AModel B C

CBH721B

CBH711A CBH711B CBH721A CBH721B 

78mm

78mm

78mm

78mm

Sliver Gray Dark Gray Black

BEAM ANGLE

120°  

TECHNICAL DETAILS

APPLICATION

LINE ART

Non 
Dim65

CBH731A 

- Wall decoration
- Corridors

CBH732A 

Housing: Die-casting aluminum
Light Window:    PC
LED:    Epistar SMD
Operating Temperature:   -20℃~65℃
Power Cable:   3X0.75mm² L=1m PVC material cable ( High voltage ) 

Sliver Gray Dark Gray Black

BEAM ANGLE

120°  

B

C

A

166mm

166mm

166mm

166mm

122mm 182mm

122mm 182mm

Model

CBH711A

Example: 

ORDERING INFORMATION: 

CBH711A
CBH711B
CBH721A
CBH721B

CBH711A-7W-830-HV
CRI & CCT

830

830
840
865

Ra ≥ 80  3000K
Ra ≥ 80  4000K
Ra ≥ 80  6500K

7W

7W

Wattage

165mm

50mm

160mm

55mm

210mm

Model

CBH731A 

Example: 
CRI & CCT

830

ORDERING INFORMATION: 

CBH731A-12W-830-HV

830
840
865

Ra ≥ 80  3000K
Ra ≥ 80  4000K
Ra ≥ 80  6500K

CBH731A
CBH732A

12W

12W

Wattage

  LE
D

 B
ulkhead Light

  L
E

D
 B

ul
kh

ea
d 

Li
gh

t

LED Bulkhead Light
Panay

LED Bulkhead Light
Pakse

Input Voltage

HV

HV High Voltage ( 220-240V AC )

Input Voltage

HV

HV High Voltage ( 220-240V AC )

125124



APPLICATION

- Production workshop
- High ceiling commercial space
- Indoor stadium
- Logistics Center and Parking lot

LINE ART

BEAM ANGLE

Model

CHBH01R

Example: 
CRI & CCT

840

840
850
860 

ORDERING INFORMATION: 

CHBH01R-100-840-60D

Ra ≥ 80  4000K
Ra ≥ 80  5000K
Ra ≥ 80  6000K

CHBH01R

Beam

60D

  60D
120D 

  60°
120°

Housing: Die-casting aluminum
Light Window:    Tempered clear glass. T=4mm
LEDs:  Philips SMD3030
Operating Temperature:   -40℃~50℃
Power Cable:   3X1mm² L=1m(High voltage)

CHBH01R

60° 120°

Non 
Dim65

  L
E

D
 H

ig
h 

B
ay

 L
ig

ht

210mmCHBH01R-100

CHBH01R-150

CHBH01R-200

AModel B C

127

CHBH01R-240

A

B

C

151mm 350mm

210mm151mm 350mm

200mm182mm 420mm

200mm182mm 420mm

126

LED High Bay Light

TECHNICAL DETAILS

Boke
Up to 130 lm/W

OPTIONAL ACCESSORIES

60°Aluminum Reflector Mounting BracketSuspension Chain

Wattage

100

100W
150W
200W
240W

100
150
200
240



Housing: Extruded aluminum dark grey 
powder coated. 

Light Window: PC
LED: Bridgelux SMD2835
Operating Temperature:  -20℃~40℃
Power Cable: 3X1mm² L=0.3m ( High voltage )

TECHNICAL DETAILS

LINE ART

APPLICATION

- Lawns and gardens
- Paths

Non 
Dim55

  L
E

D
 B

ol
la

rd
 L

ig
ht

CBLEA01

Model

CBLEA01

Example: 
CRI & CCT

827

830
840 

ORDERING INFORMATION: 

CBLEA01
CBLEA02

CBLEA01-830-HV

Ra ≥ 80  3000K
Ra ≥ 80  4000K

Input Voltage

HV

HV High Voltage ( 220-240V AC )

LED Bollard Light

128 129

CBLEA02

800mm

800mm

WattageModel A B

12WCBLEA01

CBLEA02 20W

150mm

180mm

A

B

St Louis



TECHNICAL DETAILS

LINE ART

APPLICATION

CBLEA03

160mm

195mm

800mm

223mm

223mm

223mm

Model

CBLEA03

Wattage

12W

Example: 
CRI & CCT

827

830
840 

12W

ORDERING INFORMATION: 

CBLEA03
CBLEA04

CBLEA03-12W-830-HV

Ra ≥ 80  3000K
Ra ≥ 80  4000K

Input Voltage

HV

HV High Voltage ( 220-240V AC )

Housing:                            Extruded aluminum dark grey 
powder coated. 

Light Window:                   PC
LED:                                   OSRAM SMD3030
Operating Temperature:  -20℃~40℃
Power Cable: 3X1mm² L=0.3m ( High voltage )

- Lawns and gardens
- Paths

  L
E

D
 B

ol
la

rd
 L

ig
ht

  LE
D

 B
ollard Light

130 131

CBLEA04

Non 
Dim54

Φ140mm

190mm

800mm

Φ225mm

Φ225mm Φ180mm

LED Bollard Light
Dakar

CBLEA03 CBLEA04

TECHNICAL DETAILS

LINE ART

APPLICATION

- Lawns and gardens
- Paths

BEAM ANGLE

CBLEC01

CBLEC02

120° 

Non 
Dim54

150mm 80mm

8
0
0
m
m

150mm 80mm

8
0
0
m
m

Model

CBLEC01

Wattage

6W

Example: 
CRI & CCT

830

830
840 

6W

ORDERING INFORMATION: 

CBLEC01
CBLEC02

CBLEC01-6W-830-HV

Ra ≥ 80  3000K
Ra ≥ 80  4000K

Input Voltage

HV

HV High Voltage ( 220-240V AC )

Housing: Extruded aluminum sanded black 
Light Window: Tempered glass
LED: OSRAM
Operating Temperature:  -20℃~40℃
Power Cable: 3X1mm² L=0.3m ( High voltage )

CBLEC01 CBLEC02

LED Bollard Light
Faro



TECHNICAL DETAILS

LINE ART

APPLICATION

- Lawns and gardens
- Paths

BEAM ANGLE

CBLEE1201

Non 
Dim54

49° 

CBLEE1202

120
mm 40mm

350mm

120
mm 40mm

650mm

Model

CBLEE1201

Wattage

7W

Example: 
CRI & CCT

830

830
840 

7W

ORDERING INFORMATION: 

CBLEE1201
CBLEE1202

CBLEE1201-7W-830-HV

Ra ≥ 80  3000K
Ra ≥ 80  4000K

Input Voltage

HV

HV High Voltage ( 220-240V AC )

Housing: Die-casting aluminum grey powder coated
Light Window: Frosted glass
LED: OSRAM
Operating Temperature:  -20℃~40℃
Power Cable: 3X1mm² L=0.3m ( High voltage )

  L
E

D
 B

ol
la

rd
 L

ig
ht

133

  LE
D

 B
ollard Light

132

LED Bollard Light
Lisbon

Housing:                            Die-casting  aluminum dark grey 
powder coated. 

Light Window:                   Clear PC
LED:                                   Philips
Operating Temperature:  -20℃~40℃
Power Cable:                    3X1mm² L=0.3m ( High voltage )

TECHNICAL DETAILS

LINE ART

APPLICATION

- Lawns and gardens
- Paths

BEAM ANGLE

Non 
Dim54

38° 

Model

CBLEE8462

Wattage

9W

Example: 
CRI & CCT

830

830
840 

9W

ORDERING INFORMATION: 

CBLEE8462
CBLEE8462-250
CBLEE8462-650

CBLEE8462-9W-830-HV

Ra ≥ 80  3000K
Ra ≥ 80  4000K

Input Voltage

HV

HV High Voltage ( 220-240V AC )

CBLEE8462

CBLEE8464-250
CBLEE8464-650

250mm

250mm

650mm

AModel B C

148mm 110mm

110mm 110mm

110mm 110mm

CBLEE8462

CBLEE8462-650

CBLEE8462-250

LED Bollard Light
Porto



TECHNICAL DETAILS

LINE ART

APPLICATION

- Lawns and gardens
- Paths

Non 
Dim65

CBLDF11-75

CBLDF11-30

Φ75mm

300mm

Φ75mm

750mm

ORDERING INFORMATION: 

Model

CBLDF11

Wattage

10W

Example: 
CRI & CCT

830

830 10WCBLDF11

CBLDF11-30-10W-830-HV

Ra ≥ 80  3000K

Length

30

    300mm
    750mm

30
75

Input Voltage

HV

HV High Voltage ( 220-240V AC )

Material: Extruded aluminum 
Light Window: PC
LED: OSRAM SMD3030
Operating Temperature:  -20℃~40℃
Power Cable: 3X1mm² L=0.3m ( High voltage )

  L
E

D
 B

ol
la

rd
 L

ig
ht

134 135

LED Bollard Light
Narva



TECHNICAL DETAILS

LINE ART

APPLICATION

- Lawns and gardens
- Paths

CBLEA05

Non 
Dim65

Φ300mm

94mm

650mm

Φ110mm

Model

CBLEA05

Wattage

15W

Example: 
CRI & CCT

827

830
840 

15W

ORDERING INFORMATION: 

CBLEA05

CBLEA05-15W-830-HV

Ra ≥ 80  3000K
Ra ≥ 80  4000K

Input Voltage

HV

HV High Voltage ( 220-240V AC )

Housing: Extruded aluminum dark grey 
powder coated. 

Light Window: PC
LED: Bridgelux SMD2835
Operating Temperature:  -20℃~40℃
Power Cable: 3X1mm² L=0.3m ( High voltage )

  L
E

D
 B

ol
la

rd
 L

ig
ht

136 137

LED Bollard Light
Safi



TECHNICAL DETAILS

LINE ART

APPLICATION

- Lawns and gardens
- Paths

Material: Extruded aluminum 
Light Window: Tempered glass
LED: OSRAM SMD3030
Operating Temperature:  -20℃~40℃
Power Cable: 3X1mm² L=0.3m ( High voltage )

Non 
Dim65

CBLDF01

CBLDF02

445mm

1020mm

40mm

132mm

90mm

ORDERING INFORMATION: 

Model

CBLDF01

Wattage

10W

Example: 
CRI & CCT

830

10W
40W

CBLDF01
CBLDF02

CBLDF01-10W-830-HV
Input Voltage

HV

HV High Voltage ( 220-240V AC )830
840 

Ra ≥ 80  3000K
Ra ≥ 80  4000K

  L
E

D
 B

ol
la

rd
 L

ig
ht

138 139

LED Bollard Light
Malaga



Material: Concrete body
Light Window: Tempered glass
LEDs: CREE COB1304
Operating Temperature:  -20℃~40℃
Power Cable:  3X1mm² L=0.3m ( High voltage )
Base: SUS316

TECHNICAL DETAILS

LINE ART

APPLICATION

- Lawns and gardens
- Paths

Non 
Dim65

CBLEG01/CBLEG02

Creamy white 
with sand

Natural concreteGrey with sand

180mm

800mm

Model

CBLEG01

Wattage

10W

Example: 
CRI & CCT

830

830
840 

10W

ORDERING INFORMATION: 

CBLEG01

CBLEG01-10W-830-HV

Ra ≥ 80  3000K
Ra ≥ 80  4000K

Input Voltage

HV

HV High Voltage ( 220-240V AC )

180mm
180mm 180mm

600mm

Concrete  Bollard Light

  L
E

D
 B

ol
la

rd
 L

ig
ht

140 141

Tallinn



TECHNICAL DETAILS

LINE ART

APPLICATION

- Lawns and gardens
- Paths

BEAM ANGLE

CBLEG21

120° 

TECHNICAL DETAILS

LINE ART

APPLICATION

- Lawns and gardens
- Paths

CBLEG11

600mm

200mm 120mm

ORDERING INFORMATION: 

Model

CBLEG11

Wattage

6W

Example: 
CRI & CCT

830

830
840 

6WCBLEG11

CBLEG11-6W-830-HV

Ra ≥ 80  3000K
Ra ≥ 80  4000K

Input Voltage

HV

HV High Voltage ( 220-240V AC )

160mm 140mm

500mm

Material: Concrete body
Light Window: Tempered glass
LEDs: CREE COB1304
Operating Temperature:  -20℃~40℃
Power Cable:  3X1mm² L=0.3m ( High voltage )
Base: SUS316

Non 
Dim65

Creamy white 
with sand

Natural concreteGrey with sand

Material: Concrete body
Light Window: Tempered glass
LEDs: Bridgelux V8
Operating Temperature:  -20℃~40℃
Power Cable:  3X1mm² L=0.3m ( High voltage )
Base: SUS316

Non 
Dim65

Creamy white 
with sand

Natural concreteGrey with sand

CBLEG11

Model

CBLEG21

Wattage

5W

Example: 
CRI & CCT

830

5W

ORDERING INFORMATION: 

CBLEG21

CBLEG21-5W-830-HV
Input Voltage

HV

HV High Voltage ( 220-240V AC )830
840 

Ra ≥ 80  3000K
Ra ≥ 80  4000K

APPLICATION INSTALLATION SCHEMATIC DIAGRAM

  L
E

D
 B

ol
la

rd
 L

ig
ht

  LE
D

 B
ollard Light

142 143

Concrete  Bollard Light
Tapa

Concrete  Bollard Light
Tartu



TECHNICAL DETAILS

LINE ART

APPLICATION

- Lawns and gardens
- Paths

BEAM ANGLE

CBLEG23 / CBLEG24

120° 

CBLEG25 / CBLEG26

150mm 150mm

800mm

Non 
Dim65

Creamy white 
with sand

Natural concreteGrey with sand

Material: Concrete body
Light Window: Tempered glass
LEDs: CREE COB1304
Operating Temperature:  -20℃~40℃
Power Cable:  3X1mm² L=0.3m ( High voltage )
Base: SUS316

ORDERING INFORMATION: 

Model

CBLEG23

Wattage

5W

Example: 
CRI & CCT

830

  5W
10W

CBLEG23
CBLEG24
CBLEG25
CBLEG26

CBLEG23-5W-830-HV
Input Voltage

HV

HV High Voltage ( 220-240V AC )830
840 

Ra ≥ 80  3000K
Ra ≥ 80  4000K

  L
E

D
 B

ol
la

rd
 L

ig
ht

144 145

CBLEG23

CBLEG24

CBLEG25

800mm

600mm

800mm

AModel B C

600mmCBLEG26

150mm 150mm

200mm

200mm

150mm

150mm

150mm 150mm

Concrete  Bollard Light
Tapa



Housing:     Extruded aluminum anodized grey
Light Window:    Tempered glass. T=4mm
Cable gland:   IP 68 Copper PG-7 PA66
LED:    OSRAM SMD 3030
Operating Temperature:   -20℃~40℃
Bracket: Aluminu m anodized grey
Power Cable:   2X1mm² L=0.15m ( Low voltage )

TECHNICAL DETAILS

LINE ART

Low voltage input (24VDC) plug type

Twin cables + male plug 
(in), female plug (out) type

Non 
Dim65

  L
E

D
 W

al
l W

as
he

r

L

B

A

APPLICATION

- Highlighting of high-rise structural
details.

- Retail window and showroom
backgrounds.

- Indoor/outdoor sculptures.

LED Wall Washer

Air Valve

146 147

CWW1801
CWW1801B

LED Wall Washer with Bezel

L

CWW1801B

WattageModel A B

35mm 64mm  6W/9W/18WCWW1801   300mm/500mm/1000mm

35mm 64mm

18x65° 

  6W/9W/18W   300mm/500mm/1000mm

Model

CWW1801

Example: 
CRI & CCT

827

827
830
840 

ORDERING INFORMATION: 

CWW1801
CWW1801B

CWW1801-03-827-LV

Ra ≥ 80  2700K
Ra ≥ 80  3000K
Ra ≥ 80  4000K

Input Voltage

LV

LV Low Voltage ( 24V DC )

Remarks: There is no air valve for the 0.3 meter long version.

Length

03

03
05
10

  300mm
  500mm
1000mm

Talsi



LINE ART

Twin cables + male plug 
(in), female plug (out) type

L

B

A

APPLICATION

Housing:     Extruded aluminum anodized grey
Light Window:    Tempered glass. T=4mm
Cable gland:   IP 68 Copper PG-7 PA66
LED:    OSRAM SMD 3030
Operating Temperature:   -20℃~40℃
Bracket: Aluminu m anodized grey
Power Cable:   2X1mm² L=0.15m ( Low voltage )

Non 
Dim65

Low voltage input (24VDC) plug type

- Highlighting of high-rise structural
details.

- Retail window and showroom
backgrounds.

- Indoor/outdoor sculptures.

148 149

  L
E

D
 W

al
l W

as
he

r

CWW1802
CWW1802B

LED Wall Washer with Bezel

L

CWW1801B

WattageModel A B

35mm 64mm  9W/18W/36WCWW1801   300mm/500mm/1000mm

35mm 64mm

Air Valve

30° 

  9W/18W/36W   300mm/500mm/1000mm

Model

CWW1802

Example: 
CRI & CCT

827

ORDERING INFORMATION: 

CWW1802
CWW1802B

CWW1802-03-827-LV

827
830
840 

Ra ≥ 80  2700K
Ra ≥ 80  3000K
Ra ≥ 80  4000K

Input Voltage

LV

LV Low Voltage ( 24V DC )

Remarks: There is no air valve for the 0.3 meter long version.

Length

03

03
05
10

  300mm
  500mm
1000mm

LED Wall Washer
Talsi

TECHNICAL DETAILS



TECHNICAL DETAILS

LINE ART

CWW1301/CWW1302/CWW1303/CWW1304

L

Twin cables + male plug 
(in), female plug (out) type

Non 
Dim65

A

B

APPLICATION

- Highlighting of high-rise structural
details.

- Retail window and showroom
backgrounds.

- Indoor/outdoor sculptures.

Housing:     Extruded aluminum anodized grey
Light Window:    Tempered glass. T=4mm
Cable gland:   IP 68 Copper PG-7 PA66
Seal:     Glass and housing are silicone sealed
LED:    OSRAM SMD 3030
Operating Temperature:   -20℃~40℃
Bracket: Stainless Steel
Power Cable:   2X1mm² L=0.15m ( Low voltage )

Low voltage input (24VDC) plug type

Remarks: Wall washer with bezel type should be ordered separately.

150 151

  L
E

D
 W

al
l W

as
he

r

45° 25x45° 

L

CWW1302

WattageModel A B

28mm 50mm  6W/9W/18WCWW1301   300mm/500mm/1000mm

28mm 50mm  8W/12W/24W   300mm/500mm/1000mm

CWW1304

30mm 53mm  9W/15W/30WCWW1303   300mm/500mm/1000mm

48mm 96mm  9W/18W/36W   300mm/500mm/1000mm

Model

CWW1301

Example: 
CRI & CCT

827

ORDERING INFORMATION: 

CWW1301
CWW1302
CWW1303
CWW1304

CWW1301-03-827-A-LV

827
830
840 

Ra ≥ 80  2700K
Ra ≥ 80  3000K
Ra ≥ 80  4000K

Input Voltage

LV

LV Low Voltage ( 24V DC )

Beam

A

A
B

45°
25x45°

Length

03

03
05
10

  300mm
  500mm
1000mm

LED Wall Washer
Talsi



L

TECHNICAL DETAILS

LINE ART

Twin cables + male plug 
(in), female plug (out) type

CWW1305/CWW1306

A

B

APPLICATION

- Highlighting of high-rise structural
details.

- Retail window and showroom
backgrounds.

- Indoor/outdoor sculptures.

Non 
Dim65

Housing:     Extruded aluminum anodized grey
Light Window:    Tempered glass. T=4mm
Cable gland:   IP 68 Copper PG-7 PA66
Seal:     Glass and housing are silicone sealed
LED:    OSRAM SMD 3030
Operating Temperature:   -20℃~40℃
Bracket: Stainless Steel
Power Cable:   2X1mm² L=0.15m ( Low voltage )

Low voltage input (24VDC) plug type

152

  LE
D

 W
all W

asher

30° 10x60° 

L

CWW1306

WattageModel A B

88mm 100mm  18W/24W/48WCWW1305   300mm/500mm/1000mm

88mm 100mm18W/30W/60W   300mm/500mm/1000mm

TECHNICAL DETAILS

LINE ART

High voltage input (100V-240V) plug type

L

80mm

91mm

91mm
169mm

Single cable + male plug type

CWW1307

Non 
Dim65

Housing:     Extruded aluminum anodized grey
Light Window:    Tempered glass. T=6mm
Cable gland:   IP 68 Copper PG-7 PA66
Seal:     Glass and housing are silicone sealed
LED:    CREE XBD
Operating Temperature:   -20℃~40℃
Bracket: Stainless Steel
Power Cable:   3X1mm² L=0.5m ( High voltage )

APPLICATION

- Highlighting of high-rise structural
details.

- Retail window and showroom
backgrounds.

- Indoor/outdoor sculptures.

Model

CWW1307

Wattage

36W

Example: 
CRI & CCT

827

827
830
840 

  36W
  60W
120W

ORDERING INFORMATION: 

CWW1307

CWW1307-03-36W-827-A-HV

Ra ≥ 80  2700K
Ra ≥ 80  3000K
Ra ≥ 80  4000K

Length

03

  300mm
  500mm
1000mm

03
05
10

Input Voltage

HV

HV High Voltage ( 220-240V DC )

Beam

A

A
B

30°
10x60°

153

  L
E

D
 W

al
l W

as
he

r

30° 10x60° 

Model

CWW1305

Example: 
CRI & CCT

827

827
830
840 

ORDERING INFORMATION: 

CWW1305
CWW1306

CWW1305-03-827-A-LV

Ra ≥ 80  2700K
Ra ≥ 80  3000K
Ra ≥ 80  4000K

Input Voltage

LV

LV Low Voltage ( 24V DC )

Beam

A

A
B

30°
10x60°

Length

03

03
05
10

  300mm
  500mm
1000mm

LED Wall Washer
Talsi

LED Wall Washer
Talsi



  LE
D

 W
all W

asher
  L

E
D

 W
al

l W
as

he
r

TECHNICAL DETAILS

LINE ART

L

Twin cables + male plug 
(in), female plug (out) type

A

B

APPLICATION

- Highlighting of high-rise structural
details.

- Retail window and showroom
backgrounds.

- Indoor/outdoor sculptures.

Housing:     Extruded aluminum anodized grey
Light Window:    Tempered glass. T=4mm
Cable gland:   IP 68 Copper PG-7 PA66
Seal:     Glass and housing are silicone sealed
LED:    OSRAM SMD 3030
Operating Temperature:   -20℃~40℃
Bracket: Stainless Steel
Power Cable:   2X1mm² L=0.15m ( Low voltage )

Low voltage input (24VDC) plug type

Remarks: Wall washer with bezel type should be ordered separately.

L

CWW1311-RGB

WattageModel A B

28mm 50mm  6W/9W/18WCWW1310-RGB   300mm/500mm/1000mm

28mm 50mm  8W/12W/24W   300mm/500mm/1000mm

CWW1313-RGB

30mm 53mm  9W/15W/30WCWW1312-RGB   300mm/500mm/1000mm

48mm 96mm  9W/18W/36W   300mm/500mm/1000mm

Non 
Dim65

CWW1310-RGB/CWW1311-RGB/CWW1312-RGB/CWW1313-RGB

L

LINE ART

Twin cables + male plug 
(in), female plug (out) type

CWW1314-RGB/CWW1315-RGB

A

B

APPLICATION

- Highlighting of high-rise structural
details.

- Retail window and showroom
backgrounds.

- Indoor/outdoor sculptures.

Housing:     Extruded aluminum anodized grey
Light Window:    Tempered glass. T=4mm
Cable gland:   IP 68 Copper PG-7 PA66
Seal:     Glass and housing are silicone sealed
LED:    OSRAM SMD 3030
Operating Temperature:   -20℃~40℃
Bracket: Stainless Steel
Power Cable:   2X1mm² L=0.15m ( Low voltage )

Low voltage input (24VDC) plug type

L

CWW1315-RGB

WattageModel A B

88mm 100mm  18W/24W/48WCWW1314-RGB   300mm/500mm/1000mm

88mm 100mm18W/30W/60W   300mm/500mm/1000mm

Non 
Dim65

RGB LED Wall Washer

30° 10x60° 

Model

CWW1310-RGB

Example: 
CRI & CCT

827

ORDERING INFORMATION: 

CWW1310-RGB
CWW1311-RGB
CWW1312-RGB
CWW1313-RGB

CWW1310-RGB-03-827-LV

827
830
840 

Ra ≥ 80  2700K
Ra ≥ 80  3000K
Ra ≥ 80  4000K

Input Voltage

LV

LV Low Voltage ( 24V DC )

Length

03

03
05
10

  300mm
  500mm
1000mm

10x60° 

Model

CWW1314-RGB

Example: 
CRI & CCT

827

827
830
840 

ORDERING INFORMATION: 

CWW1314-RGB
CWW1315-RGB

CWW1314-RGB-03-827-A-LV

Ra ≥ 80  2700K
Ra ≥ 80  3000K
Ra ≥ 80  4000K

Input Voltage

LV

LV Low Voltage ( 24V DC )

Beam

A

A
B

30°
10x60°

Length

03

03
05
10

  300mm
  500mm
1000mm

Talsi
RGB LED Wall Washer
Talsi

TECHNICAL DETAILS

154 155
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TECHNICAL DETAILS

LINE ART

Twin cables + male plug 
(in), female plug (out) type

CWW1641-RGBW

APPLICATION

- Highlighting of high-rise structural
details.

- Retail window and showroom
backgrounds.

- Indoor/outdoor sculptures.

Non 
Dim65

Housing:     Extruded aluminum anodized grey
Light Window:    Tempered glass. T=4mm
Cable gland:   IP 68 Copper PG-7 PA66
Seal:     Glass and housing are silicone sealed
LED:    CREE
Operating Temperature:   -20℃~40℃
Bracket: Stainless Steel
Power Cable:   2X1mm²+3X0.5mm²L=0.15m ( Low voltage )

Low voltage input (24VDC) plug type

Model

CWW1641-RGBW

Wattage

12W

Example: 

12W
24W
48W

ORDERING INFORMATION: 

CWW1641-RGBW
CWW1642-RGBW
CWW1643-RGBW

CWW1641-RGBW-03-12W-A-LV
Length

03

  300mm
  500mm
1000mm

03
05
10

Input Voltage

LV

LV Low Voltage ( 24V DC )

Beam

A

A
B
C

45°
60°
10x60°

CWW1642-RGBW

CWW1643-RGBW

L

CWW1642-RGBW

CWW1643-RGBW

WattageModel A

40mm  12W/24W/48WCWW1641-RGBW

24W/36W/72W

  24W/48W/96W

  300mm/500mm/1000mm

40mm

61mm

  300mm/500mm/1000mm

  300mm/500mm/1000mm

45° 60° 10x60° 

RGBW LED Wall Washer
Talsi

156 157



TECHNICAL DETAILS

Non 
Dim65

CLN2801

Twin cables + male plug 
(in), female plug (out) type

  L
E

D
 L

in
ea

r 
Li

gh
t

Model

CLN2801

Wattage

3W

Example: 
CRI & CCT

827

827
830
840 

  3W
  6W
12W

ORDERING INFORMATION: 

CLN2801

CLN2801-03-3W-827-LV

Ra ≥ 80  2700K
Ra ≥ 80  3000K
Ra ≥ 80  4000K

Length

03

    300mm
    500mm
  1000mm

03
05
10

Input Voltage

LV

LV Low Voltage ( 24V DC )

L

120°
50mm

25mm

50mm

29mm

Housing:     Extruded aluminum anodized grey
Light Window:    Tempered glass. T=4mm
Cable gland:   IP 68 Copper PG-7 PA66 Operating Temperature:   -20℃~40℃
Bracket: Aluminu m anodized grey
Power Cable:   2X0.75mm² L=0.15m ( Low voltage )

LED Linear Light

Low voltage input (24VDC) plug type

BEAM ANGLE

APPLICATION

LINE ART

- Illumination of exterior coves.
- Perfect for exterior building
facades and parking garages.

158 159

Como



TECHNICAL DETAILS

Non 
Dim65

CLN2301

L

28.4mm26mm

Twin cables + male plug 
(in), female plug (out) type

110°

  L
E

D
 L

in
ea

r 
Li

gh
t

Model

CLN2301

Wattage

4W

Example: 
CRI & CCT

827

827
830
840 

  4W
  6W
12W

ORDERING INFORMATION: 

CLN2301

CLN2301-03-4W-827-LV

Ra ≥ 80  2700K
Ra ≥ 80  3000K
Ra ≥ 80  4000K

Length

03

    300mm
    500mm
  1000mm

03
05
10

Input Voltage

LV

LV Low Voltage ( 24V DC )

32mm34mm

BEAM ANGLE

APPLICATIONLow voltage input (24VDC) plug type

LINE ART

Housing:     Extruded aluminum AL color
Light Window:    PV material diffuser
Cable gland:   IP 68 Copper PG-7 Pa66
Operating Temperature:   -20℃~40℃
Bracket: Aluminu m
Power Cable:   2X0.75mm² L=0.07m ( Low voltage )

- Illumination of exterior coves.
- Perfect for exterior building
facades and parking garages.

160 161

LED Linear Light
Como



CLN2302

Twin cables + male plug 
(in), female plug (out) type

L

26mm

TECHNICAL DETAILS
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r 
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Model

CLN2302

Wattage

4W

Example: 
CRI & CCT

827

827
830
840 

  4W
  6W
12W

ORDERING INFORMATION: 

CLN2302

CLN2302-03-4W-827-LV

Ra ≥ 80  2700K
Ra ≥ 80  3000K
Ra ≥ 80  4000K

Length

03

  300mm
  500mm
1000mm

03
05
10

Input Voltage

LV

LV Low Voltage ( 24V DC )

32mm

30mm

BEAM ANGLE

APPLICATIONLow voltage input (24VDC) plug type

LINE ART

Non 
Dim65

Housing:     Extruded aluminum AL color
Light Window:    PV material diffuser
Cable gland:   IP 68 Copper PG-7 Pa66
Operating Temperature:   -20℃~40℃
Bracket: Aluminu m
Power Cable:   2X0.75mm² L=0.07m ( Low voltage )

- Illumination of exterior coves.
- Perfect for exterior building
facades and parking garages.

162 163

110°

LED Linear Light
Como



TECHNICAL DETAILS

CLN2303

Non 
Dim65

Twin cables + male plug 
(in), female plug (out) type

Twin cables + male plug 
(in), female plug (out) type

21mm

L

26mm

TECHNICAL DETAILS

Non 
Dim65

  L
E

D
 L

in
ea

r 
Li

gh
t

  LE
D

 Linear Light

L

Model

CLN2304

Wattage

4W

Example: 
CRI & CCT

827

827
830
840 

  4W
  6W
12W

ORDERING INFORMATION: 

CLN2304

CLN2304-03-4W-827-LV

Ra ≥ 80  2700K
Ra ≥ 80  3000K
Ra ≥ 80  4000K

Length

03

  300mm
  500mm
1000mm

03
05
10

Input Voltage

LV

LV Low Voltage ( 24V DC )

Model

CLN2303

Wattage

4W

Example: 
CRI & CCT

827

827
830
840 

  4W
  6W
12W

ORDERING INFORMATION: 

CLN2303

CLN2303-03-4W-827-LV

Ra ≥ 80  2700K
Ra ≥ 80  3000K
Ra ≥ 80  4000K

Length

03

    300mm
    500mm
  1000mm

03
05
10

Input Voltage

LV

LV Low Voltage ( 24V DC )

21mm

63mm

63mm

36mm

28.4mm

47mm 49mm

BEAM ANGLE

APPLICATION

130°

Low voltage input (24VDC) plug type

LINE ARTBEAM ANGLE

APPLICATIONLow voltage input (24VDC) plug type

LINE ART

Housing:     Extruded aluminum anodized grey
Light Window:    PC
Cable gland:   IP 68 Copper PG-7 Pa66
Operating Temperature:   -20℃~40℃
Bracket: Aluminu m anodized grey
Power Cable:   2X0.75mm² L=0.15m ( Low voltage )

Housing:     Extruded aluminum anodized grey
Light Window:    PC
Cable gland:   IP 68 Copper PG-7 Pa66
Operating Temperature:   -20℃~40℃
Bracket: Aluminu m anodized grey
Power Cable:   2X0.75mm² L=0.15m ( Low voltage )

- Illumination of exterior coves.
- Perfect for exterior building
facades and parking garages.

- Illumination of exterior coves.
- Perfect for exterior building
facades and parking garages.

164 165

130°

LED Linear Light
Como

LED Linear Light
Como

CLN2304



TECHNICAL DETAILS

CLN2301-RGB

L

28.4mm26mm

Twin cables + male plug 
(in), female plug (out) type

Model

CLN2301-RGB

Wattage

4W

Example: 
CRI & CCT

827

827
830
840 

  4W
  6W
12W

ORDERING INFORMATION: 

CLN2301-RGB

CLN2301-RGB-03-4W-827-LV

Ra ≥ 80  2700K
Ra ≥ 80  3000K
Ra ≥ 80  4000K

Length

03

    300mm
    500mm
  1000mm

03
05
10

Input Voltage

LV

LV Low Voltage ( 24V DC )

32mm34mm

BEAM ANGLE

APPLICATIONLow voltage input (24VDC) plug type

LINE ART

Housing:     Extruded aluminum AL color
Light Window:    PV material diffuser
Cable gland:   IP 68 Copper PG-7 Pa66
Operating Temperature:   -20℃~40℃
Bracket: Aluminu m
Power Cable:   2X0.75mm² L=0.07m ( Low voltage )

- Illumination of exterior coves.
- Perfect for exterior building
facades and parking garages.

  LE
D

 Linear Light

CLN2302-RGB

Twin cables + male plug 
(in), female plug (out) type

L

26mm

TECHNICAL DETAILS

  L
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Model

CLN2302-RGB

Wattage

4W

Example: 
CRI & CCT

827

827
830
840 

  4W
  6W
12W

ORDERING INFORMATION: 

CLN2302-RGB

CLN2302-RGB-03-4W-827-LV

Ra ≥ 80  2700K
Ra ≥ 80  3000K
Ra ≥ 80  4000K

Length

03

  300mm
  500mm
1000mm

03
05
10

Input Voltage

LV

LV Low Voltage ( 24V DC )

32mm

30mm

BEAM ANGLE

APPLICATIONLow voltage input (24VDC) plug type

LINE ART

Housing:     Extruded aluminum AL color
Light Window:    PV material diffuser
Cable gland:   IP 68 Copper PG-7 Pa66
Operating Temperature:   -20℃~40℃
Bracket: Aluminu m
Power Cable:   2X0.75mm² L=0.07m ( Low voltage )

- Illumination of exterior coves.
- Perfect for exterior building
facades and parking garages.

Non 
Dim65

Non 
Dim65

110°110°

RGB LED Linear Light
Como

RGB LED Linear Light
Como

166 167



TECHNICAL DETAILS

CLN2303-RGB

Twin cables + male plug 
(in), female plug (out) type

Twin cables + male plug 
(in), female plug (out) type

21mm

L

26mm

TECHNICAL DETAILS

  L
E

D
 L

in
ea

r 
Li

gh
t

  LE
D

 Linear Light

L

Model

CLN2304-RGB

Wattage

4W

Example: 
CRI & CCT

827

827
830
840 

  4W
  6W
12W

ORDERING INFORMATION: 

CLN2304-RGB

CLN2304-RGB-03-4W-827-LV

Ra ≥ 80  2700K
Ra ≥ 80  3000K
Ra ≥ 80  4000K

Length

03

  300mm
  500mm
1000mm

03
05
10

Input Voltage

LV

LV Low Voltage ( 24V DC )

Model

CLN2303-RGB

Wattage

4W

Example: 
CRI & CCT

827

827
830
840 

  4W
  6W
12W

ORDERING INFORMATION: 

CLN2303-RGB

CLN2303-RGB-03-4W-827-LV

Ra ≥ 80  2700K
Ra ≥ 80  3000K
Ra ≥ 80  4000K

Length

03

    300mm
    500mm
  1000mm

03
05
10

Input Voltage

LV

LV Low Voltage ( 24V DC )

21mm

63mm

63mm

36mm

28.4mm

47mm 49mm

BEAM ANGLE

APPLICATIONLow voltage input (24VDC) plug type

LINE ARTBEAM ANGLE

APPLICATIONLow voltage input (24VDC) plug type

LINE ART

Housing:     Extruded aluminum anodized grey
Light Window:    PC
Cable gland:   IP 68 Copper PG-7 Pa66
Operating Temperature:   -20℃~40℃
Bracket: Aluminu m anodized grey
Power Cable:   2X0.75mm² L=0.15m ( Low voltage )

Housing:     Extruded aluminum anodized grey
Light Window:    PC
Cable gland:   IP 68 Copper PG-7 Pa66
Operating Temperature:   -20℃~40℃
Bracket: Aluminu m anodized grey
Power Cable:   2X0.75mm² L=0.15m ( Low voltage )

- Illumination of exterior coves.
- Perfect for exterior building
facades and parking garages.

- Illumination of exterior coves.
- Perfect for exterior building
facades and parking garages.

CLN2304-RGB

Non 
Dim65

Non 
Dim65

130°130°

RGB LED Linear Light
Como

RGB LED Linear Light
Como

168 169



TECHNICAL DETAILS

CLN2301-RGBW

L

28.4mm26mm

Twin cables + male plug 
(in), female plug (out) type

Model

CLN2301-RGBW

Wattage

5W

Example: 
CRI & CCT

827

827
830
840 

  5W
7.5W
15W

ORDERING INFORMATION: 

CLN2301-RGBW

CLN2301-RGBW-03-5W-827-LV

Ra ≥ 80  2700K
Ra ≥ 80  3000K
Ra ≥ 80  4000K

Length

03

    300mm
    500mm
  1000mm

03
05
10

Input Voltage

LV

LV Low Voltage ( 24V DC )

32mm34mm

BEAM ANGLE

APPLICATIONLow voltage input (24VDC) plug type

LINE ART

Housing:     Extruded aluminum AL color
Light Window:    PV material diffuser
Cable gland:   IP 68 Copper PG-7 Pa66
Operating Temperature:   -20℃~40℃
Bracket: Aluminu m
Power Cable:   2X0.75mm² L=0.07m ( Low voltage )

- Illumination of exterior coves.
- Perfect for exterior building
facades and parking garages.

  LE
D

 Linear Light

CLN2302-RGBW

Twin cables + male plug 
(in), female plug (out) type

L

26mm

TECHNICAL DETAILS

  L
E

D
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r 
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Model

CLN2302-RGBW

Wattage

5W

Example: 
CRI & CCT

827

827
830
840 

  5W
7.5W
15W

ORDERING INFORMATION: 

CLN2302-RGBW

CLN2302-RGBW-03-5W-827-LV

Ra ≥ 80  2700K
Ra ≥ 80  3000K
Ra ≥ 80  4000K

Length

03

  300mm
  500mm
1000mm

03
05
10

Input Voltage

LV

LV Low Voltage ( 24V DC )

32mm

30mm

BEAM ANGLE

APPLICATIONLow voltage input (24VDC) plug type

LINE ART

Housing:     Extruded aluminum AL color
Light Window:    PV material diffuser
Cable gland:   IP 68 Copper PG-7 Pa66
Operating Temperature:   -20℃~40℃
Bracket: Aluminu m
Power Cable:   2X0.75mm² L=0.07m ( Low voltage )

- Illumination of exterior coves.
- Perfect for exterior building
facades and parking garages.

Non 
Dim65

Non 
Dim65

110°110°

RGBW LED Linear Light
Como

RGBW LED Linear Light
Como

170 171



TECHNICAL DETAILS

CLN2303-RGBW

Twin cables + male plug 
(in), female plug (out) type

Twin cables + male plug 
(in), female plug (out) type

21mm

L

26mm

TECHNICAL DETAILS

  L
E

D
 L

in
ea

r 
Li

gh
t

  LE
D

 Linear Light

L

Model

CLN2304-RGBW

Wattage

5W

Example: 
CRI & CCT

827

827
830
840 

  5W
7.5W
15W

ORDERING INFORMATION: 

CLN2304-RGBW

CLN2304-RGBW-03-5W-827-LV

Ra ≥ 80  2700K
Ra ≥ 80  3000K
Ra ≥ 80  4000K

Length

03

  300mm
  500mm
1000mm

03
05
10

Input Voltage

LV

LV Low Voltage ( 24V DC )

Model

CLN2303-RGBW

Wattage

5W

Example: 
CRI & CCT

827

827
830
840 

  5W
7.5W
15W

ORDERING INFORMATION: 

CLN2303-RGBW

CLN2303-RGBW-03-5W-827-LV

Ra ≥ 80  2700K
Ra ≥ 80  3000K
Ra ≥ 80  4000K

Length

03

    300mm
    500mm
  1000mm

03
05
10

Input Voltage

LV

LV Low Voltage ( 24V DC )

21mm

63mm

63mm

36mm

28.4mm

47mm 49mm

BEAM ANGLE

APPLICATIONLow voltage input (24VDC) plug type

LINE ARTBEAM ANGLE

APPLICATIONLow voltage input (24VDC) plug type

LINE ART

Housing:     Extruded aluminum anodized grey
Light Window:    PC
Cable gland:   IP 68 Copper PG-7 Pa66
Operating Temperature:   -20℃~40℃
Bracket: Aluminu m anodized grey
Power Cable:   2X0.75mm² L=0.15m ( Low voltage )

Housing:     Extruded aluminum anodized grey
Light Window:    PC
Cable gland:   IP 68 Copper PG-7 Pa66
Operating Temperature:   -20℃~40℃
Bracket: Aluminu m anodized grey
Power Cable:   2X0.75mm² L=0.15m ( Low voltage )

- Illumination of exterior coves.
- Perfect for exterior building
facades and parking garages.

- Illumination of exterior coves.
- Perfect for exterior building
facades and parking garages.

CLN2304-RGBW

Non 
Dim65

Non 
Dim65

130°130°

RGBW LED Linear Light
Como

RGBW LED Linear Light
Como

172 173



TECHNICAL DETAILS

APPLICATION

- Replacement for floodlights
with halogen lamps

- Public areas
- Building facades
- Architectural lighting

LINE ART

Housing: Die-casting aluminum black 
powder coated. 

Light Window:    Tempered frosted glass. T=4mm
LED:    OSRAM SMD3030
Operating Temperature:   -20℃~40℃
Power Cable:   3X1mm² L=0.15m ( High voltage )  

Non 
Dim65

CFD6511

B

A

BEAM ANGLE

15° 25° 45° 60°  

  L
E

D
 F

lo
od

 L
ig

ht

C

LED Flood Light

Model

CFD6511

Example: 
CRI & CCT

827

827
830
840 

ORDERING INFORMATION: 

CFD6511       CFD6512
CFD6513       CFD6514
CFD6515       CFD6516
CFD6517

CFD6511-827-15D-HV

Ra ≥ 80  2700K
Ra ≥ 80  3000K
Ra ≥ 80  4000K

Input Voltage

HV

HV High Voltage ( 220-240V AC )

Beam

15D

15D
25D
45D
60D

15°
25°
45°
60°174 175

CFD6512 CFD6513

223mm

259mm

148mm 88.5mm

AWattageModel

  10W

20W

30W

B C

CFD6512

CFD6513

CFD6511 107mm

147mm 88.5mm

144mm175mm

CFD6514

CFD6515 CFD6517CFD6516

350mm

410mm

330mm 180mm  50W

100W

150W

CFD6515

CFD6516

CFD6514 225mm

275mm 163mm

185mm305mm

465mm200WCFD6517 268mm335mm

Meze



TECHNICAL DETAILS

APPLICATION

LINE ART

  L
E

D
 F

lo
od

 L
ig

ht

177176

TECHNICAL DETAILS

APPLICATION

LINE ART

Housing: Die-casting aluminum black powder coated. 
Light Window:    Tempered frosted glass. T=4mm
Operating Temperature:   -20℃~40℃
Power Cable:   3X1mm² L=0.15m ( High voltage )  

Non 
Dim66

Model

CFD6501

Example: 
CRI & CCT

827

827
830
840
857 

ORDERING INFORMATION: 

CFD6501       
CFD6502
CFD6503       
CFD6504

CFD6501-827-HV

Ra ≥ 80  2700K
Ra ≥ 80  3000K
Ra ≥ 80  4000K
Ra ≥ 80  5700K

Input Voltage

HV

HV High Voltage ( 220-240V AC )

B

A

BEAM ANGLE

120°  

D

223mm

259mm

150mm 44mm

AWattageModel

  10W

20W

30W

B C

CFD6502

CFD6503

CFD6501 99mm

135mm 44mm

47mm175mm

330mm 48mm  50WCFD6504 225mm

CFD6501 CFD6502 CFD6503 CFD6504 CFD6505 CFD6506 CFD6507

  LE
D

 Flood Light

C

88mm

D

126mm

144mm

160mm

BEAM ANGLE

120°  

B

A

D

410mm

465mm

350mm 53mm

AWattageModel

  100W

150W

200W

B C

CFD6506

CFD6507

CFD6505 275mm

305mm 58mm

65mm335mm

C

163mm

D

185mm

258mm

Housing: Die-casting aluminum black powder coated. 
Light Window:    Tempered frosted glass. T=4mm
Operating Temperature:   -20℃~40℃
Power Cable:   3X1mm² L=0.15m ( High voltage )  

Non 
Dim66

Example: 
CRI & CCT

827

ORDERING INFORMATION: 

CFD6505-827-HV
Input Voltage

HV

HV High Voltage ( 220-240V AC )

Model

CFD6505

CFD6505     
CFD6506
CFD6507      

827
830
840
857 

Ra ≥ 80  2700K
Ra ≥ 80  3000K
Ra ≥ 80  4000K
Ra ≥ 80  5700K

LED Flood LightLED Flood Light
Soria Soria

- Replacement for floodlights
with halogen lamps

- Public areas
- Building facades
- Architectural lighting

- Replacement for floodlights
with halogen lamps

- Public areas
- Building facades
- Architectural lighting



TECHNICAL DETAILS

APPLICATION

- Large urban landscape lighting
for hotels, parks.etc.

- Decorative lighting for high-rise
building and bridge.

LINE ART

  L
E

D
 P

ix
el

 L
ig

ht

Model

CPXA201-RGB

Wattage

0.3W

Example: 

0.3W

ORDERING INFORMATION:

CPXA201-RGB-0.3W

CPXA201-RGB

13mm

Φ22mm

26mm

CPXA201-RGB

INSTALLATION DIAGRAM OPTIONS

Steel Wire

Bracket Screw

Pixel Light

Bracket

Profile

BEAM ANGLE

120°

RGB LED Pixel Light

Pixel Light

Pixel Light

Pixel Light

Steel Wire Installation Profile Installation

Board Installation 3M Adhesive Installation

Housing: PC material grey finish
Diffuser: Clear PC material 
LEDs QTY: 1 PC
Max Length: 40 pieces of light in one string of 5 meters.
Seal: PU glue sealed
Operating Temperature: -20℃~60℃
Power Cable:   4X0.3mm²( both sides) PVC material 

8 pcs per meter DC 5V input 
Flame Resistant Grade:    94-V0
Dimming: DMX512

179178

68

Avila



LINE ART

Model

CPXA203-RGB

Wattage

0.8W

Example: 

0.8W

ORDERING INFORMATION:

CPXA203-RGB-0.8W

CPXA203-RGB

LINE ART

BEAM ANGLE

120°

Model

CPXA202-RGB

Wattage

0.6W

Example: 

0.6W

ORDERING INFORMATION:

CPXA202-RGB-0.6W

CPXA202-RGB

22mm

22mm
14.2mm

14.7mm
19.6mm

36mm

29mm

CPXA202-RGB

Steel WireBracket

Bracket Screw

22x22mm

Steel Wire

Bracket Screw

Bracket

CPXA203-RGB

BEAM ANGLE

120°

  L
E

D
 P

ix
el

 L
ig

ht
  LE

D
 P

ixel Light

TECHNICAL DETAILS

Housing: PC material grey finish
Diffuser: Clear PC material 
LEDs QTY: 3 PCs
Max Length: 80 pieces of light in one string of 10 meters.
Seal: PU glue sealed
Operating Temperature: -20℃~60℃
Power Cable:    2*0.75+3*0.3mm² ( Two sides) PVC

materia 8 pcs per meter DC 12V input 
Flame Resistant Grade:    94-V0
Dimming: DMX512

TECHNICAL DETAILS

APPLICATION

- Large urban landscape lighting
for hotels, parks.etc.

- Decorative lighting for high-rise
building and bridge.

APPLICATION

- Large urban landscape lighting
for hotels, parks.etc.

- Decorative lighting for high-rise
building and bridge.

Pixel Light

Pixel Light Profile

Pixel Light

Pixel Light

Steel Wire Installation Profile Installation

Board Installation 3M Adhesive Installation

INSTALLATION DIAGRAM OPTIONSINSTALLATION DIAGRAM OPTIONS

Steel Wire Installation

Board Installation

Profile Installation

3M Adhesive Installation

Pixel Light

Pixel Light

Pixel Light

Pixel Light

Profile

29x19.6mm

Housing: PC material grey finish
Diffuser: Clear PC material 
LEDs QTY: 2 PCs
Max Length: 80 pieces of light in one string of 10 meters.
Seal: PU glue sealed
Operating Temperature: -20℃~60℃
Power Cable:   2*0.75+3*0.3mm² ( Two sides) PVC

materia 8 pcs per meter DC 12V input 
Flame Resistant Grade:    94-V0
Dimming: DMX512

181180

6868

RGB LED Pixel Light
Avila

RGB LED Pixel Light
Avila



LINE ART

Model

CPXA205-RGB

Wattage

0.9W

Example: 

0.9W

ORDERING INFORMATION:

CPXA205-RGB-0.9W

CPXA205-RGB

LINE ART

BEAM ANGLE

120°

Model

CPXA204-RGB

Wattage

0.9W

Example: 

0.9W

ORDERING INFORMATION:

CPXA204-RGB-0.9W

CPXA204-RGB

CPXA204-RGB

14.5mm
29.6mm

34.2mm

29.6mm

37.4mm

29.5mm

Steel WireBracket

Bracket Screw

Steel Wire

Bracket Screw

Bracket
Profile

CPXA205-RGB

BEAM ANGLE

120°

  L
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TECHNICAL DETAILS

Housing: PC material grey finish
Diffuser: Clear PC material 
LEDs QTY: 3 PCs
Max Length: 80 pieces of light in one string of 10 meters.
Seal: PU glue sealed
Operating Temperature: -20℃~60℃
Power Cable:    2*0.75+3*0.3mm² ( Two sides) PVC

materia 8 pcs per meter DC 12V input 
Flame Resistant Grade:    94-V0
Dimming: DMX512

TECHNICAL DETAILS

Housing: PC material grey finish
Diffuser: Clear PC material 
LEDs QTY: 3 PCs
Max Length: 80 pieces of light in one string of 10 meters.
Seal: PU glue sealed
Operating Temperature: -20℃~60℃
Power Cable:    2*0.75+3*0.3mm² ( Two sides) PVC

materia 8 pcs per meter DC 12V input  
Flame Resistant Grade:    94-V0
Dimming: DMX512

APPLICATION

- Large urban landscape lighting
for hotels, parks.etc.

- Decorative lighting for high-rise
building and bridge.

APPLICATION

- Large urban landscape lighting
for hotels, parks.etc.

- Decorative lighting for high-rise
building and bridge.

Pixel Light

INSTALLATION DIAGRAM OPTIONS

Steel Wire Installation Profile Installation

Board Installation 3M Adhesive Installation

Pixel Light

Pixel Light

Pixel Light

INSTALLATION DIAGRAM OPTIONS

Pixel Light

ProfilePixel Light

Pixel Light

Pixel Light

Steel Wire Installation

Board Installation

Profile Installation

3M Adhesive Installation

29.5mm29.6x29.6mm

183182

6868

RGB LED Pixel Light
Avila

RGB LED Pixel Light
Avila



LINE ART

Model

CPXA207-RGB

Wattage

1.5W

Example: 

1.5W

ORDERING INFORMATION:

CPXA207-RGB-1.5W

CPXA207-RGB

LINE ART

BEAM ANGLE

120°

Model

CPXA206-RGB

Wattage

1.5W

Example: 

1.5W

ORDERING INFORMATION:

CPXA206-RGB-1.5W

CPXA206-RGB

48mm

39.6mm

58.4mm

58.4mm

50mm

CPXA206-RGB CPXA207-RGB

Steel WireBracket

Bracket
Screw

Steel WireBracket

Bracket
Screw

BEAM ANGLE

120°

  L
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ixel Light

TECHNICAL DETAILS

Housing: PC material grey finish
Diffuser: Clear PC material 
LEDs QTY: 6 PCS
Max Length: 120 pieces of light in one string of 15 meters.
Seal: PU glue sealed
Operating Temperature: -20℃~60℃
Power Cable:    2*0.75+3*0.3mm² ( Two sides) PVC

materia 8 pcs per meter DC 24V input 
Flame Resistant Grade:    94-V0
Dimming: DMX512

TECHNICAL DETAILS

Housing: PC material grey finish
Diffuser: Clear PC material 
LEDs QTY: 6 PCS
Max Length: 120 pieces of light in one string of 15 meters.
Seal: PU glue sealed
Operating Temperature: -20℃~60℃
Power Cable:    2*0.75+3*0.3mm² ( Two sides) PVC

materia 8 pcs per meter DC 24V input 
Flame Resistant Grade:    94-V0
Dimming: DMX512

APPLICATION

- Large urban landscape lighting
for hotels, parks.etc.

- Decorative lighting for high-rise
building and bridge.

APPLICATION

- Large urban landscape lighting
for hotels, parks.etc.

- Decorative lighting for high-rise
building and bridge.

Profile

Pixel Light

INSTALLATION DIAGRAM OPTIONS

Pixel Light

Pixel Light

Pixel Light

Steel Wire Installation Profile Installation

Board Installation 3M Adhesive Installation

INSTALLATION DIAGRAM OPTIONS

Pixel Light

Profile

Steel Wire Installation

Board Installation

Profile Installation

3M Adhesive Installation

Pixel Light

Pixel Light

Pixel Light

50mm39.6mm

185184

6868

RGB LED Pixel Light
Avila

RGB LED Pixel Light
Avila



LINE ART

Model

CPXA209-RGB

Wattage

3W

Example: 

3W

ORDERING INFORMATION:

CBLA209-RGB-3W

CPXA209-RGB

LINE ART

BEAM ANGLE

120°

Model

CPXA208-RGB

Wattage

2.8W

Example: 

2.8W

ORDERING INFORMATION:

CPXA208-RGB-2.8W

CPXA208-RGB

60mm

45mm
16

55mm
79.5mm

89mm

CPXA209-RGB

Steel WireBracket

Bracket
Screw

Steel WireBracket

Bracket

Screw

BEAM ANGLE

120°

  L
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TECHNICAL DETAILS

Housing: PC material grey finish
Diffuser: Clear PC material 
LEDs QTY: 12 PCS
Max Length: 120 pieces of light in one string of 15 meters.
Seal: PU glue sealed
Operating Temperature: -20℃~60℃
Power Cable:    2*0.75+3*0.3mm² ( Two sides) PVC

materia 8 pcs per meter DC 24V input 
Flame Resistant Grade:    94-V0
Dimming: DMX512

TECHNICAL DETAILS

Housing: PC material grey finish
Diffuser: Clear PC material 
LEDs QTY: 10 PCS
Max Length: 120 pieces of light in one string of 15 meters.
Seal: PU glue sealed
Operating Temperature: -20℃~60℃
Power Cable:    2*0.75+3*0.3mm² ( Two sides) PVC

materia 8 pcs per meter DC 24V input 
Flame Resistant Grade:    94-V0
Dimming: DMX512

APPLICATION

- Large urban landscape lighting
for hotels, parks.etc.

- Decorative lighting for high-rise
building and bridge.

APPLICATION

- Large urban landscape lighting
for hotels, parks.etc.

- Decorative lighting for high-rise
building and bridge.

Profile

Pixel Light

INSTALLATION DIAGRAM OPTIONS

Steel Wire Installation Profile Installation

Board Installation 3M Adhesive Installation

Pixel Light

Pixel Light

Pixel Light

INSTALLATION DIAGRAM OPTIONS

Pixel Light

Profile

Steel Wire Installation

Board Installation

Profile Installation

3M Adhesive Installation

Pixel Light

Pixel Light

Pixel Light

79.5mm55x45mm

CPXA208-RGB

187186

6868

RGB LED Pixel Light
Avila

RGB LED Pixel Light
Avila



LINE ART

BEAM ANGLE

120°

Model

CPXA210-RGB

Wattage

3W

Example: 

3W

ORDERING INFORMATION:

CPXA210-RGB-3W

CPXA210-RGB

19mm

88mm

Steel WireBracket

Bracket

Screw

CPXA210-RGB

  L
E

D
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htTECHNICAL DETAILS

Housing: PC material grey finish
Diffuser: Clear PC material 
LEDs QTY: 12 PCS
Max Length: 120 pieces of light in one string of 15 meters.
Seal: PU glue sealed
Operating Temperature: -20℃~60℃
Power Cable:    2*0.75+3*0.3mm² ( Two sides) PVC

materia 8 pcs per meter DC 24V input 
Flame Resistant Grade:    94-V0
Dimming: DMX512

APPLICATION

- Large urban landscape lighting
for hotels, parks.etc.

- Decorative lighting for high-rise
building and bridge.

Profile

Pixel Light

INSTALLATION DIAGRAM OPTIONS

Steel Wire Installation Profile Installation

Board Installation 3M Adhesive Installation

Pixel Light

Pixel Light

Pixel Light

88mm

189188

68

RGB LED Pixel Light
Avila



LINE ART

BEAM ANGLE

120°

Model

CPXA213-RGBW

Wattage

0.9W

Example: 

0.9W

ORDERING INFORMATION:

CPXA213-RGBW-0.9W

CPXA213-RGBW
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ig

htTECHNICAL DETAILS

Housing: PC material grey finish
Diffuser: Clear PC material 
LEDs QTY: 2 PCS (RGB)+1 PC (White)
Max Length: 80 pieces of light in one string of 10 meters.
Seal: PU glue sealed
Operating Temperature: -20℃~60℃
Power Cable:   2*0.75+3*0.3mm² ( Two sides) PVC

materia 8 pcs per meter DC 12V input
Flame Resistant Grade:    94-V0
Dimming: DMX512

APPLICATION

- Large urban landscape lighting
for hotels, parks.etc.

- Decorative lighting for high-rise
building and bridge.

Steel Wire

Bracket Screw

Bracket

Pixel Light

Pixel Light Profile

Pixel Light

Pixel Light

Steel Wire Installation Profile Installation

Board Installation 3M Adhesive Installation

INSTALLATION DIAGRAM OPTIONS

29x19.6mm

191

CPXA213-RGBW

RGBW LED Pixel Light
Avila

68

190



LINE ART

BEAM ANGLE

120°

Model

CPXA215-RGBW

Wattage

1W

Example: 

1W

ORDERING INFORMATION:

CPXA215-RGBW-1W

CPXA215-RGBW

LINE ART

Model

CPXA214-RGBW

Wattage

1W

Example: 

1W

ORDERING INFORMATION:

CPXA214-RGBW-1W

CPXA214-RGBW

CPXA215-RGBW

14.5mm30mm

34mm

30mmmm
37.4mm

29.5mm

BEAM ANGLE

120°
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TECHNICAL DETAILS

Housing: PC material grey finish
Diffuser: Clear PC material 
LEDs QTY: 3 PCS (RGB)+1 PC (White)
Max Length: 80 pieces of light in one string of 10 meters.
Seal: PU glue sealed
Operating Temperature: -20℃~60℃
Power Cable:   2*0.75+3*0.3mm² ( Two sides) PVC

materia 8 pcs per meter DC 12V input
Flame Resistant Grade:    94-V0
Dimming: DMX512

TECHNICAL DETAILS

Housing: PC material grey finish
Diffuser: Clear PC material 
LEDs QTY: 3 PCS (RGB)+1 PC (White)
Max Length: 80 pieces of light in one string of 10 meters.
Seal: PU glue sealed
Operating Temperature: -20℃~60℃
Power Cable:   2*0.75+3*0.3mm² ( Two sides) PVC

materia 8 pcs per meter DC 12V input
Flame Resistant Grade:    94-V0
Dimming: DMX512

APPLICATION

- Large urban landscape lighting
for hotels, parks.etc.

- Decorative lighting for high-rise
building and bridge.

APPLICATION

- Large urban landscape lighting
for hotels, parks.etc.

- Decorative lighting for high-rise
building and bridge.

Steel WireBracket

Bracket Screw

Steel Wire

Bracket Screw

Bracket
Profile

Pixel Light

INSTALLATION DIAGRAM OPTIONS

Steel Wire Installation Profile Installation

Board Installation 3M Adhesive Installation

Pixel Light

Pixel Light

Pixel Light

INSTALLATION DIAGRAM OPTIONS

Pixel Light

ProfilePixel Light

Pixel Light

Pixel Light

Steel Wire Installation

Board Installation

Profile Installation

3M Adhesive Installation

29.5mm29.6x29.6mm

193192

CPXA214-RGBW

RGBW LED Pixel Light
Avila

RGBW LED Pixel Light
Avila

6868



LINE ART

BEAM ANGLE

120°

Model

CPXA217-RGBW

Wattage

1.8W

Example: 

1.8W

ORDERING INFORMATION:

CPXA217-RGBW-1.8W

CPXA217-RGBW

LINE ART

BEAM ANGLE

120°

Model

CPXA216-RGBW

Wattage

1.8W

Example: 

1.8W

ORDERING INFORMATION:

CPXA216-RGBW-1.8W

CPXA216-RGBW

48mm

40mm

58.4mm

50mm
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TECHNICAL DETAILS

Housing: PC material grey finish
Diffuser: Clear PC material 
LEDs QTY: 6 PCS (RGB)+2 PCS (White)
Max Length: 120 pieces of light in one string of 15 meters.
Seal: PU glue sealed
Operating Temperature: -20℃~60℃
Power Cable:   2*0.75+3*0.3mm² ( Two sides) PVC

materia 8 pcs per meter DC 24V input
Flame Resistant Grade:    94-V0
Dimming: DMX512

TECHNICAL DETAILS

Housing: PC material grey finish
Diffuser: Clear PC material 
LEDs QTY: 6 PCS (RGB)+2 PCS (White)
Max Length: 120 pieces of light in one string of 15 meters.
Seal: PU glue sealed
Operating Temperature: -20℃~60℃
Power Cable:   2*0.75+3*0.3mm² ( Two sides) PVC

materia 8 pcs per meter DC 24V input
Flame Resistant Grade:    94-V0
Dimming: DMX512

APPLICATION

- Large urban landscape lighting
for hotels, parks.etc.

- Decorative lighting for high-rise
building and bridge.

APPLICATION

- Large urban landscape lighting
for hotels, parks.etc.

- Decorative lighting for high-rise
building and bridge.

Steel WireBracket

Bracket
Screw

Steel WireBracket

Bracket
Screw

Profile

Pixel Light

INSTALLATION DIAGRAM OPTIONS

Pixel Light

Pixel Light

Pixel Light

Steel Wire Installation Profile Installation

Board Installation 3M Adhesive Installation

INSTALLATION DIAGRAM OPTIONS

Pixel Light

Profile

Steel Wire Installation

Board Installation

Profile Installation

3M Adhesive Installation

Pixel Light

Pixel Light

Pixel Light

50mm39.6mm

195194

CPXA216-RGBW CPXA217-RGBW

RGBW LED Pixel Light
Avila

RGBW LED Pixel Light
Avila

6868



LINE ART

BEAM ANGLE

120°

Model

CPXA219-RGBW

Wattage

3.5W

Example: 

3.5W

ORDERING INFORMATION:

CPXA219-RGBW-3.5W

CPXA219-RGBW

LINE ART

BEAM ANGLE

120°

Model

CPXA218-RGBW

Wattage

3.5W

Example: 

3.5W

ORDERING INFORMATION:

CPXA218-RGBW-3.5W

CPXA218-RGBW

CPXA219-RGBW

60mm

45mm
16mm

55mm

80mm

89mm

CPXA218-RGBW
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TECHNICAL DETAILS

Housing: PC material grey finish
Diffuser: Clear PC material 
LEDs QTY: 12PCS (RGB)+4 PCS (White)
Max Length: 120 pieces of light in one string of 15 meters.
Seal: PU glue sealed
Operating Temperature: -20℃~60℃
Power Cable:   2*0.75+3*0.3mm² ( Two sides) PVC

materia 8 pcs per meter DC 24V input
Flame Resistant Grade:    94-V0
Dimming: DMX512

TECHNICAL DETAILS

Housing: PC material grey finish
Diffuser: Clear PC material 
LEDs QTY: 8 PCS (RGB)+4 PCS (White)
Max Length: 120 pieces of light in one string of 15 meters.
Seal: PU glue sealed
Operating Temperature: -20℃~60℃
Power Cable:   2*0.75+3*0.3mm² ( Two sides) PVC

materia 8 pcs per meter DC 24V input
Flame Resistant Grade:    94-V0
Dimming: DMX512

APPLICATION

- Large urban landscape lighting
for hotels, parks.etc.

- Decorative lighting for high-rise
building and bridge.

APPLICATION

- Large urban landscape lighting
for hotels, parks.etc.

- Decorative lighting for high-rise
building and bridge.

Steel WireBracket

Bracket
Screw

Steel WireBracket

Bracket

Screw

Profile

Pixel Light

INSTALLATION DIAGRAM OPTIONS

Steel Wire Installation Profile Installation

Board Installation 3M Adhesive Installation

Pixel Light

Pixel Light

Pixel Light

INSTALLATION DIAGRAM OPTIONS

Pixel Light

Profile

Steel Wire Installation

Board Installation

Profile Installation

3M Adhesive Installation

Pixel Light

Pixel Light

Pixel Light

79.5mm55x45mm

197196

RGBW LED Pixel Light
Avila

RGBW LED Pixel Light
Avila

6868



LINE ART

BEAM ANGLE

120°

Model

CPXA220-RGBW

Wattage

3.5W

Example: 

3.5W

ORDERING INFORMATION:

CPXA220-RGBW-3.5W

CPXA220-RGBW

19mm

88mm

CPXA220-RGBW
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htTECHNICAL DETAILS

Housing: PC material grey finish
Diffuser: Clear PC material 
LEDs QTY: 12PCS (RGB)+4 PCS (White)
Max Length: 120 pieces of light in one string of 15 meters.
Seal: PU glue sealed
Operating Temperature: -20℃~60℃
Power Cable:   2*0.75+3*0.3mm² ( Two sides) PVC

materia 8 pcs per meter DC 24V input 
Flame Resistant Grade:    94-V0
Dimming: DMX512

APPLICATION

- Large urban landscape lighting
for hotels, parks.etc.

- Decorative lighting for high-rise
building and bridge.

Steel WireBracket

Bracket

Screw

Profile

Pixel Light

INSTALLATION DIAGRAM OPTIONS

Steel Wire Installation Profile Installation

Board Installation 3M Adhesive Installation

Pixel Light

Pixel Light

Pixel Light

88mm

199198

RGBW LED Pixel Light
Avila

68



APPLICATION

LINE ART

BEAM ANGLE

15° 25° 45° 60°

TECHNICAL DETAILS

Material: Stainless Steel 316 for body
Light Window:    Tempered clear glass. T=8mm
Cable gland: IP 68 Copper with nickel-coated
LEDs:  Bridgelux
LED driver: Constant Voltage Input, Constant Current Output
Operating Temperature:   -20℃~45℃
Power Cable:   2X0.75mm² L=3m ( Low voltage )
 

Non 
Dim68

Adjustable IP68 Underwater Spotlight

Application remarks: 
- The fixture must be installed under the water to preventthe light burning up because of over-heating.
- Less than 1 meter depth

- Underwater decorations
- Swimming pools
- Fountains
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201200

CUW9100 

CUW9102CUW9101 

CUW9104

CUW9103

CUW9106CUW9105

B

A

70mm

83mm

50mm70mm

76mm

145mm

AWattageModel

  1W/2W

3W/6W

5W

9W

B C

12W

CUW9100 

CUW9101 

96mm

90mm240mm

18W

24W

CUW9102

CUW9103

CUW9104

CUW9105

CUW9106

68mm

72mm

95mm

145mm 83mm 95mm

145mm 85mm 115mm

145mm 115mm

135mm

Model

CUW9100

Example: 
CRI & CCT

827

827
830
840 

ORDERING INFORMATION: 

CUW9100-827-15D-LV

Ra ≥ 80  2700K
Ra ≥ 80  3000K
Ra ≥ 80  4000K

CUW9100
CUW9102
CUW9104
CUW9106

Beam

15D

15D
25D
45D
60D 

15°
25°
45°
60°

Input Voltage

LV

LV Low Voltage ( 24V DC )CBL9101
CBL9103
CBL9105

C

Coria



TECHNICAL DETAILS

APPLICATION

- Underwater decorations
- Swimming pools
- Fountains

LINE ART

Material: Stainless Steel 316 for body
Light Window:    Tempered clear glass. T=8mm
Cable gland: IP 68 Copper with nickel-coated
LEDs:  CREE
LED driver: Constant Voltage Input, Constant Current Output
Operating Temperature:   -20℃~45℃
Power Cable:   2X0.75mm² L=3m ( Low voltage )
 

Non 
Dim68

Model

CUW9201

Example: 
CRI & CCT

830

830
840 

ORDERING INFORMATION: 

CUW9201-830-LV

Ra ≥ 80  3000K
Ra ≥ 80  4000K

CUW9201
CUW9202
CUW9203

Input Voltage

LV

LV Low Voltage ( 24V DC )

Application remarks: 
- The fixture must be installed under the water to prevent the light burning up because of over-heating.
- Less than 1 meter depth
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203202

101mm

136mm

65mm100mm

150mm

180mm

AWattageModel

  3W/6W

12W/18W

B C

 CUW9201

 CUW9202

 CUW9203 18W/25W

D

62mm51mm

Α

Β

C

D

57mm 84mm

70mm 108mm

  Adjustable IP68 Underwater Spotlight
Coria

 CUW9201  CUW9202  CUW9203



TECHNICAL DETAILS

APPLICATION

LINE ART

BEAM ANGLE

15° 25° 40° 60°

CUW9111

Model

CUW9111

Wattage

1W

Example: 
CRI & CCT

827

827
830
840 

1W
2W

ORDERING INFORMATION: 

CUW9111-1W-827-15D-LV

Ra ≥ 80  2700K
Ra ≥ 80  3000K
Ra ≥ 80  4000K

CUW9111

Beam

15D

15D
25D
40D
60D 

15°
25°
40°
60°

Input Voltage

LV

LV Low Voltage ( 12V DC )

70mm

38mm

Φ42mm

- Underwater decorations
- Swimming pools
- Fountains

Material: Stainless Steel 316 for body
Light Window:    Tempered clear glass. T=8mm
Cable gland: IP 68 Copper with nickel-coated
LEDs:  Bridgelux
LED driver: Constant Voltage Input,  

Constant Current Output  
( Should be orderedseparately )

Operating Temperature:   -20℃~45℃
Power Cable:   2X0.75mm² L=3m ( Low voltage )
Mounting sleeve: PVC

Non 
Dim68

Mounting sleeve

The fixture must be installed under 
the water to prevent the light burning 
up because of over-heating.

  In-ground Swimming Pool Light
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Lakeside



APPLICATION

LINE ART

BEAM ANGLE

CUW9112

15° 25° 40° 60°

Φ105mm

123mm

Φ75mm

Model

CUW9112

Wattage

3W

Example: 
CRI & CCT

827

827
830
840 

3W
6W

ORDERING INFORMATION: 

CUW9112-3W-827-15D-LV

Ra ≥ 80  2700K
Ra ≥ 80  3000K
Ra ≥ 80  4000K

CUW9112

Beam

15D

15D
25D
40D
60D 

15°
25°
40°
60°

Input Voltage

LV

LV Low Voltage (12V DC )

- Underwater decorations
- Swimming pools
- Fountains

TECHNICAL DETAILS

Material: Stainless Steel 316 for body
Light Window:    Tempered clear glass. T=8mm
Cable gland: IP 68 Copper with nickel-coated
LEDs:  Bridgelux
LED driver: Constant Voltage Input,  

Constant Current Output  
( Should be orderedseparately )

Operating Temperature:   -20℃~45℃
Power Cable:   2X0.75mm² L=3m ( Low voltage )
Mounting sleeve: PVC

Non 
Dim68

The fixture must be installed under 
the water to prevent the light burning 
up because of over-heating.
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207

  In-ground Swimming Pool Light
Cape Town

206



APPLICATION

LINE ART

BEAM ANGLE

CUW9113/CUW9114/
CUW9115/CUW9116

15° 25° 40° 60°

A

Model

CUW9113

Wattage

5W

Example: 
CRI & CCT

827

827
830
840 

5W

ORDERING INFORMATION: 

CUW9113-5W-827-15D-LV

Ra ≥ 80  2700K
Ra ≥ 80  3000K
Ra ≥ 80  4000K

CUW9113

Beam

15D

15D
25D
40D
60D 

15°
25°
40°
60°

Input Voltage

LV

LV Low Voltage (12V DC )

- Underwater decorations
- Swimming pools
- Fountains

TECHNICAL DETAILS

Material: Stainless Steel 316 for body
Light Window:    Tempered clear glass. T=8mm
Cable gland: IP 68 Copper with nickel-coated
LEDs:  Bridgelux
LED driver: Constant Voltage Input,  

Constant Current Output  
( Should be orderedseparately )

Operating Temperature:   -20℃~45℃
Power Cable:   2X0.75mm² L=3m ( Low voltage )
Mounting sleeve: PVC

Non 
Dim68

The fixture must be installed under 
the water to prevent the light burning 
up because of over-heating.

  L
E

D
 U

nd
er

w
at

er
 L

ig
ht

209

135mm

135mm

135mm168mm

168mm

168mm

AWattageModel

  5W

7W

B

 CUW9113

 CUW9114

 CUW9115 9W

135mm168mm CUW9116 12W

Β

APPLICATION

LINE ART

BEAM ANGLE

CUW9117/CUW9118

15° 25° 40° 60°

Β

A

Model

CUW9117

Example: 
CRI & CCT

827

ORDERING INFORMATION: 

CUW9117-827-15D-LV

827
830
840 

Ra ≥ 80  2700K
Ra ≥ 80  3000K
Ra ≥ 80  4000K

CUW9117
CUW9118

Beam

15D

15D
25D
40D
60D 

15°
25°
40°
60°

Input Voltage

LV

LV Low Voltage ( 24V DC )

- Underwater decorations
- Swimming pools
- Fountains

TECHNICAL DETAILS

Material: Stainless Steel 316 for body
Light Window:    Tempered clear glass. T=8mm
Cable gland: IP 68 Copper with nickel-coated
LEDs:  Bridgelux
LED driver: Constant Voltage Input,  

Constant Current Output  
( Should be orderedseparately )

Operating Temperature:   -20℃~45℃
Power Cable:   2X0.75mm² L=3m ( Low voltage )
Mounting sleeve: PVC

Non 
Dim68

The fixture must be installed under 
the water to prevent the light burning 
up because of over-heating.

CUW9117/CUW9118

230mm

230mm250mm

250mm

AWattageModel

  18W

24W

B

 CUW9117

 CUW9118 120mm

120mm

C

C

  LE
D

 U
nderw

ater Light

  In-ground Swimming Pool Light
Palma

  In-ground Swimming Pool Light
Cannes
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Material: Stainless Steel 316 for body
Light Window:    Tempered clear glass. T=5mm
Cable gland: IP 68 Copper with nickel-coated
LEDs:  CREE
LED driver: Constant Voltage Input,  

Constant Current Output  
( Should be orderedseparately )

Operating Temperature:   -20℃~45℃
Power Cable:   2X0.75mm² L=3m ( Low voltage )
Mounting sleeve: PVC

Non 
Dim68

APPLICATION

LINE ART

CUW9211

Φ110mm

58mm

Φ110mm

75mm

Model

CUW9211

Example: 
CRI & CCT

830

ORDERING INFORMATION: 

CUW9211-830-LV

830
840 

Ra ≥ 80  3000K
Ra ≥ 80  4000K

CUW9211
CUW9212
CUW9213

Input Voltage

LV

LV Low Voltage ( 24V DC )

  Recessed Swimming Pool Light

The fixture must be installed under 
the water to prevent the light burning 
up because of over-heating.

TECHNICAL DETAILS

- Underwater decorations
- Swimming pools
- Fountains
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211210

62mm

108mm

58mm110mm

160mm

220mm

AWattageModel

  3W

9W

B C

 CUW9211

 CUW9212

 CUW9213 24W

D

75mm

113mm

113mm

110mm

160mm

220mm

CUW9213CUW9212

Vigo



APPLICATION

LINE ART

 CUW9231

62mm

90mm

Φ62mm

52mm

Model

CUW9231

Wattage

3W

Example: 
CRI & CCT

830

 3W

ORDERING INFORMATION: 

CUW9231-3W-830-LV

830
840 

Ra ≥ 80  3000K
Ra ≥ 80  4000K

CUW9231

Input Voltage

LV

LV Low Voltage ( 24V DC )

Φ62mm

Φ33mm

The fixture must be installed under 
the water to prevent the light burning 
up because of over-heating.

Material: Stainless Steel 316 for body
Light Window:    Tempered clear glass. T=8mm
Cable gland: IP 68 Copper with nickel-coated
LEDs:  CREE
LED driver: Constant Voltage Input,  

Constant Current Output  
( Should be orderedseparately )

Operating Temperature:   -20℃~45℃
Power Cable:   2X0.75mm² L=3m ( Low voltage )
Mounting sleeve: PVC

Non 
Dim68

TECHNICAL DETAILS

- Underwater decorations
- Swimming pools
- Fountains
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 CUW9233

APPLICATION

LINE ART

 CUW9232

Model

CUW9232

Example: 
CRI & CCT

830

ORDERING INFORMATION: 

CUW9232-830-LV

830
840 

Ra ≥ 80  3000K
Ra ≥ 80  4000K

CUW9232        CUW9233
CUW9234        CUW9235
CUW9236

Input Voltage

LV

LV Low Voltage ( 12V DC )

TECHNICAL DETAILS

The fixture must be installed under 
the water to prevent the light burning 
up because of over-heating.

Material: Stainless Steel 316 for body
Light Window:    Tempered clear glass. T=8mm
Cable gland: IP 68 Copper with nickel-coated
LEDs:  CREE
LED driver: Constant Voltage Input,  

Constant Current Output  
( Should be orderedseparately )

Operating Temperature:   -20℃~48℃
Power Cable:   2X0.75mm² L=3m ( Low voltage )
Mounting sleeve: PVC

Non 
Dim68

- Underwater decorations
- Swimming pools
- Fountains

62mm

66mm

58mm110mm

160mm

190mm

AWattageModel

  3W/6W

6W/9W/12W/18W

B C

 CUW9232

 CUW9233

 CUW9234 12W/18W/25W

D

93mm

83mm

83mm

110mm

160mm

190mm

66mm

66mm

190mm

270mm

15W CUW9235

 CUW9236 12W/18W/25W/35W

83mm

91mm

190mm

270mm

 CUW9234

 CUW9235  CUW9236

A

B

C

D

  LE
D

 U
nderw

ater Light

  Recessed Swimming Pool Light
Modan

  Recessed Swimming Pool Light
Momi
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TECHNICAL DETAILS

APPLICATION

LINE ART

 CUW9221

Material: Stainless Steel 316
Light Window:    PC
Cable gland: IP 68 Copper with nickel-coated
LEDs:  CREE
LED driver: Constant Voltage Input, Constant Current Output  

( Should be ordered separately )
Operating Temperature:   -20℃~45℃
Power Cable:   2X0.75mm² L=3m ( Low voltage )

- Underwater decorations
- Swimming pools

Wall-mounted Swimming Pool Light

Non 
Dim68

Application remarks: 
- The fixture must be installed under the water to prevent the light burning up because of over-heating.

  L
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ht

215214

Φ100mm

12mm

67mm
Φ100mm

Φ48mm 12mm

Model

CUW9221

Example: 
CRI & CCT

830

ORDERING INFORMATION: 

CUW9221-10W-830-LV

830
840 

Ra ≥ 80  3000K
Ra ≥ 80  4000K

CUW9221

Input Voltage

LV

LV Low Voltage ( 24V DC )

Wattage

10W

10W
18W
35W

Moresby



APPLICATION

- Underwater decorations
- Fountains

LINE ART

BEAM ANGLE

15° 25° 40° 60°

Model

CUW9121

Example: 
CRI & CCT

827

827
830
840 

ORDERING INFORMATION: 

CUW9121-827-15D-LV

Ra ≥ 80  2700K
Ra ≥ 80  3000K
Ra ≥ 80  4000K

CUW9121
CUW9122
CUW9123

Beam

15D

15D
25D
40D
60D 

15°
25°
40°
60°

Input Voltage

LV

LV Low Voltage (12V DC)

Α

B

TECHNICAL DETAILS

Material: Die-casting aluminium
Front cover: Stainless Steel 316
Light Window:    Tempered clear glass. T=8mm
Cable gland: IP 68 Copper with nickel-coated
LEDs:  Bridgelux
LED driver: Constant Voltage Input, Constant Current Output  

( Should be ordered separately )
Operating Temperature:   -20℃~45℃
Power Cable:   2X0.75mm² L=3m ( Low voltage )

Non 
Dim68

IP 68 LED Fountain Light

Application remarks: 
- The fixture must be installed under the water to prevent

the light burning up because of over-heating.
Central Ejective
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217216

130mm

160mm

180mm

AWattageModel

  6W

9W

B

 CUW9121

 CUW9122

 CUW9123 12W

CUW9121/CUW9122 CUW9123

32mm

38mm

50mm

Lamassa



CUW9132

APPLICATION

LINE ART

BEAM ANGLE

15° 25° 40° 60°

Model

CUW9131

Example: 
CRI & CCT

827

ORDERING INFORMATION: 

CUW9131-827-15D-LV

827
830
840 

Ra ≥ 80  2700K
Ra ≥ 80  3000K
Ra ≥ 80  4000K

CUW9131
CUW9132

Beam

15D

15D
25D
40D
60D 

15°
25°
40°
60°

Input Voltage

LV

LV Low Voltage ( 12V DC )

- Underwater decorations
- Fountains

TECHNICAL DETAILS

Non 
Dim68

Application remarks: 
- The fixture must be installed under the water to prevent

the light burning up because of over-heating.

Material: Die-casting aluminium
Front cover: Stainless Steel 316
Light Window:    Tempered clear glass. T=8mm
Cable gland: IP 68 Copper with nickel-coated
LEDs:  Bridgelux
LED driver: Constant Voltage Input, Constant Current Output  

( Should be ordered separately )
Operating Temperature:   -20℃~45℃
Power Cable:   2X0.75mm² L=3m ( Low voltage )

  LE
D
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nderw

ater Light
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Central Ejective

CUW9131

180mm

215mm

AWattageModel

  9W

12W

B

 CUW9131

 CUW9132

42mm

42mm

C

85mm

90mm

APPLICATION

LINE ART

 CUW9241

D

Model

CUW9241

Example: 
CRI & CCT

830

ORDERING INFORMATION: 

CUW9241-830-LV

830
840 

Ra ≥ 80  3000K
Ra ≥ 80  4000K

CUW9241
CUW9242
CUW9243

Input Voltage

LV

LV Low Voltage ( 24V DC )

Α

- Underwater decorations
- Fountains

TECHNICAL DETAILS

Non 
Dim68

Application remarks: 
- The fixture must be installed under the water to prevent

the light burning up because of over-heating.

Material: Die-casting aluminium
Front cover: Stainless Steel 316
Light Window:    Tempered clear glass. T=8mm
Cable gland: IP 68 Copper with nickel-coated
LEDs:  CREE
LED driver: Constant Voltage Input, Constant Current Output  

( Should be ordered separately )
Operating Temperature:   -20℃~45℃
Power Cable:   2X0.75mm² L=3m ( Low voltage )
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Central Ejective

150mm

220mm

AWattageModel

  6W/9W/15W

B

 CUW9241

 CUW9242

95mm

152mm

C

280mm24W/35W CUW9243 172mm

 CUW9243 CUW9242

  9W/12W/18W

D

70mm

71mm

75mm

112mm

154mm

208mm

Β

C

Α

Β

C

IP 68 LED Fountain LightIP 68 LED Fountain Light
Kimbe Kimbe



 D
river &

 C
ontroller

ELG-75-12
ELG-75-24

220~240V
220~240V

0.95
0.95

12V
24V

     5A
3.15A

IP67
IP67

5 years
5 years

180x63x35.5mm
180x63x35.5mm

60W
75W

Model No. Input Voltage Wattage PF Output Voltage Output Current IP Rating Warranty Dimension(LxWxH)

Model No. Input Voltage Wattage PF Output Voltage Output Current Warranty Dimension(LxWxH)

Model No. Input Voltage Wattage PF Output Voltage Output Current Warranty Dimension(LxWxH)

Model No. Input Voltage Wattage PF Output Voltage Output Current Warranty Dimension(LxWxH)

Model No. Input Voltage Wattage PF Output Voltage Output Current Warranty Dimension(LxWxH)

ELG-100-24 220~240V 0.95 24V      4A 5 years 199x63x35.5mm     96W

ELG-150-12
ELG-150-24

220~240V
220~240V

0.95
0.95

12V
24V

   10A
6.25A

5 years
5 years

219x63x35.5mm
219x63x35.5mm

 120W
 150W

ELG-200-12
ELG-200-24

220~240V
220~240V

0.95
0.95

12V
24V

   16A
  8.4A

5 years
5 years

244x71x37.5mm
244x71x37.5mm

192W
201W

ELG-240-24 220~240V 0.95 24V 10A 5 years 244x68x39mm240W

 D
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 C
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Power Supply

IP Rating

IP Rating

IP67
IP67

IP Rating

IP67
IP67

IP Rating

Constant Voltage LED Driver

67

67

67

67

67

LPV-60-12
LPV-60-24

220~240V
220~240V

0.95
0.95

12V
24V

   5A
2.5A

IP67
IP67

2 years
2 years

162x42x32mm
162x42x32mm

60W
60W

Model No. Input Voltage Wattage PF Output Voltage Output Current IP Rating Warranty Dimension(LxWxH)

Model No. Input Voltage Wattage PF Output Voltage Output Current Warranty Dimension(LxWxH)

Model No. Input Voltage Wattage PF Output Voltage Output Current Warranty Dimension(LxWxH)

LPV-35-12
LPV-35-24

220~240V
220~240V

0.95
0.95

12V
24V

   3A
1.5A

2 years
2 years

148x40x30mm
148x40x30mm

36W
36W

LPL-18-12
LPL-18-24

220~240V
220~240V

0.95
0.95

12V
24V

1.5A
0.75A

2 years
2 years

140x30x22mm
140x30x22mm

 18W
 18W

IP Rating

IP Rating

IP67
IP67

67

67

67

Model No. Input Voltage Wattage PF Output Voltage Output Current Warranty Dimension(LxWxH)

LPV-20-12
LPV-20-24

220~240V
220~240V

0.95
0.95

12V
24V

1.67A
0.84A

2 years
2 years

118x35x26mm
118x35x26mm

 20W
 20W

IP Rating

IP67
IP67

67

LPV-150-12
LPV-150-24

220~240V
220~240V

0.95
0.95

12V
24V

10A
6.3A

IP67
IP67

2 years
2 years

191x63x37.5mm
191x63x37.5mm

150W
150W

Model No. Input Voltage Wattage PF Output Voltage Output Current IP Rating Warranty Dimension(LxWxH)

Model No. Input Voltage Wattage PF Output Voltage Output Current Warranty Dimension(LxWxH)

LPV-100-12
LPV-100-24

220~240V
220~240V

0.95
0.95

12V
24V

8.5A
4.2A

2 years
2 years

190x52x37mm
190x52x37mm

100W
100W

IP Rating

67

67

220 221
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river &

 C
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r

ERP-350-12
ERP-350-24

220~240V
220~240V

0.95
0.95

12V
24V

26.7A
14.6A

3 years
3 years

220x130x50mm
220x130x50mm

320W
350W

Model No. Input Voltage Wattage PF Output Voltage Output Current Warranty Dimension(LxWxH)

Model No. Input Voltage Wattage PF Output Voltage Output Current Warranty Dimension(LxWxH)

ERPF-400-12
ERPF-400-24

220~240V
220~240V

0.95
0.95

12V
24V

   30A
16.7A

3 years
3 years

200x130x48mm
200x130x48mm

360W
400W

IP Rating

IP54
IP54

IP Rating

IP54
IP54

CMC01-MR-BF12B 100~240VAC 283x134x45mm15W

Model No. Rated Voltage Wattage Dimension ( LxWxH )IP Rating

IP65

Accessory

Remote controller X 1
SD card X1
SD Card Reader X 1

CSC01-MR-218DW 100~240VAC 283x134x45mm15W

Model No. Rated Voltage Wattage Dimension ( LxWxH )IP Rating

IP65

Accessory

AC Power Cord X 1

Chanel Options

8 Chanels

CRPT01-MR-ZJ51W DC 6V~36V ≤2W

Model No. Input Voltage Wattage IP Rating

IP65

Input Termina

Ground wire
Data+(A)
Data-(B)
Addressing Input
（Win）

Signal and Addressing Isolation Type

Electromagnetic Isolation

DMX Control SystemPower Supply
Master Controller

Sub Controller

RP Repeater

222 223



 D
river &

 C
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UTP Cable

DMX512 Singal Cable

DMX512
Sub Controller

UTP Cable

Master Controller

RP Repeater

RP Repeater

RP Repeater

RP Repeater

Symbol

LED Wall Washer

LED Wall Washer

LED Wall Washer

LED Wall Washer

DC 24V

DMX512 System Wiring

DMX512 Singal Cable

DMX512 Singal Cable

DMX512 Singal Cable

DMX512 Singal Cable

DMX-Online Mode

DMX-Offline Mode

Computer

CSC01-MR-218DW

DMX512
Sub Controller
CSC01-MR-218DW

DMX512
Sub Controller
CSC01-MR-218DW

DMX512
Sub Controller
CSC01-MR-218DW

CMC01-MR-BF12B

DC 24V DC 24V

DC 24V DC 24V DC 24V

DC 24V DC 24V DC 24V

DC 24V DC 24V DC 24V

224 225



CRI
80+

Electrical appliance class I: exposed metal chassis is connected to electrical earth by a separate earth conductor.

Electrical appliance class II: double insulated device, no connection to electrical earth required to reach electrical safety.

Electrical appliance class III: this product is designed to be supplied from an extra-low voltage (≤ 60.0 V DC or ≤ 42.4 V AC). 

Manufacturer’s declaration that the product meets the applicable EC directives.

The CRI value of this product is 80 or higher.

Operating voltage of 24 V DC.

Product uses infrared signals for communication.

The lamp controlgear case temperature at any place shall not exceed the marked 110°

Suitable for installing on or near furniture which is made from materials with unknown flammability proper ties

110

M M

The luminaire is not suitable for covering with thermal insulation material.

Safety Extra-Low Voltage (SELV): the secondary circuit of this product is designed so that under normal 
and single fault conditions (including earth fault in other circuits) the output will not exceed SELV safe level (60.0 V DC 
and 42.4 V AC).

equiv.
L

Symbol

S
ym

b
o

l

226 227

INFRA RED

VDC

  S
ym

b
o

l

IP, IK Ratings

- IP 66/67 , IK 07/08 protection plastic enclosure
- IP 66/67 , IK 09/10 protection aluminum enclosure

IP  -  0 0 IK  -  0 0

IEC (International Electrotechnical Commission) defines protection structure of electric instruments or 
protection boxes as follows.

1st
Digit

IP

Protection
against solid

2nd
Digit

Protection
against l iquids

IK
Code

Protection against
mechanical impact

TEST IP TEST IK TEST

No protection

Protection against solid
objects up to 50mm,
e.g.accidental touch
by hands

Protection against solid
objects up to 12mm,
e.g.fingers

Protection against solid
objects over 2.5mm.
( tools and wires )

Protection against solid
objects over 1mm.
( tools, wires and small 
wire )

15cm min

1m

5kg

20cm

Protection against
dustlimited ingress

Totally protected
againstdust

No protection0

Protection against
vertically falling
drops of water.

Protection against direct
sprays of water up to
15° from thevertical

Protection against direct
sprays of water up to
60° from thevertical

Protection against water
sprays from all directions-
limited ingress permitted

Protected against low
pressure jets of water
from all directions-
limited ingress permitted

Protected against strong
pressure jets of water
from all directions-
limited ingress permitted

1m

No protection

Impact < 1 joule

Impact = 1 joule
500

20cm

500

40cm Impact = 2 joule

1.7kg

29.5cm
Impact = 5 joule

Impact = 10 joule

5kg

40cm
Impact = 20 joule

Protected against the
effects of temporary
immersion between
15cm and 1m in water.

Protected against the
effects of continuous
immersion in water.

1

2

3

4

5

6

7

8

0

2

3

4

5

6 10

09

08

07

06

01
~

05

0

1

IP Code

2nd Digit

1st Digit
Protection against solid

Protection against l iquids
IK Code Protection rating

A LED luminaire with triple diodes (red, green and blue on one diode). RGB LED luminaire combine these 
three colors to produce over 16 million hues of light. 

A LED luminaire with quadruple diodes (red, green, blue and white on one diode)


	封面



